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Limited Warranty
All QU® chucks are warranted to be free of defects in materials and workmanship for a period of 
one year from date of purchase. QU® will repair or replace the product at our option.  This warranty
is voided where the product has been modified, misapplied, or improperly maintained.
To obtain clamping accuracy of a chuck, it is necessary to reduce play in the spindle bearing to
the allowable minimum.
Insure that the machine spindle nose run out does not exceed manufactures' specifications.
When your need arises, call our service department for information or the distributor nearest you.
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Manufacturer of Quality Lathe Chucks Since 1950
We  have the capability of producing specialty chucks to almost any specifications.  

Please call for your specific requirements. 
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American Standard Type A
Spindles

How do you determine what type of chuck and 
mounting you require?  Here are the questions Spindle "A"
that your distributor will ask you. Nose Dia.

A-4 2.50
What mounting do you need? A-5 3.25
A.  Determine the spindle type from the A2 is outer bolt circle only A-6 4.19
     chart on the right. A-8 5.50
B.  Measure the major diameter of the taper. A-11 7.75
     Match to the chart for your spindle type. A-15 11.25
C.  For threaded spindles you need the threads per inch.
D.  Chucks with A2 mounting will fit both  
      A1 and A2 spindle nose.

What accuracy and repeatability is required? A1 is inner and outer bolt circle
A.  High precision - adjustable chucks .0005 TIR 
     on duplicate parts. Camlock Type D
B.  General I.D. or O.D. work - Three jaw self Spindle "A" Cam
     centering chucks  .003 TIR. Nose Dia. Dia.

D-3 2.13 9/16
What size of chuck? D-4 2.50 5/8
A.  For scroll chucks do not exceed the swing D-5 3.25 3/4
     diameter over the cross slide. D-6 4.19 7/8
B.  For independent chucks the next larger size D-8 5.50  1
     may work.  D-11 7.75 1  3/16

D-15 11.25 1 3/8
How many jaws do you need? Camlock  stud length is adjustable 
A.  Two jaw - Square work or Special applications.
B.  Three jaw - Conventional machining. Long Taper Key Drive
C.  Four jaw - Square and offset work.
D.  Six jaw - 2nd operation or thin wall parts. Spindle "A"

Nose Dia.
What type of jaws do you need? L-00 2.75
A.  The most common are the top reversible jaws. L-0 3.25
      They can be used for both I.D. or O.D. work, and L-1 4.13
      production work. They also can be adapted to L-2 5.25
      soft jaws or special top tooling. L-3 6.50
B.  Solid jaws are typically used for toolroom applications.

Spindle run out?
A.  Use an indicator to check the spindle for radial or Threaded Plates Spindle "A"
      axial runout. Nose Dia.
B. Reduce play in spindle to minimum. 1"-8 1.00
C. Spindle runout allowable: 1"-10 1.00
      3" to 16"     .00012" max 11/2"-8 1.50
     18" to 32"     .0002"  max. 13/4"-8 1.75

21/4"-8 2.25
Mounting Plates also available for Hardinge style threaded and tapered spindles. 23/8"-6 2.38
Special mountings available, call for quotation. 23/4"-8 2.75

WHICH QU® CHUCK DO YOU NEED?
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QU® ADJ
.0005" repeatability on duplicate parts.  This accuracy is possible by having a clearance of .020" between
the chuck cavity and the mounting plate hub.  Opposing adjusting screws allow alignment to adjust
work to "dead true" accuracy and repeatability on duplicate parts.  With proper care QU® Chucks
useful life is approximately 2.5 times longer than standard self centering scroll chucks.

SUPPLIED WITH:
Chuck - Hardend Scroll,
Master Jaws and Top Jaws
T-Wrench
Mounting Screws

 
OPTIONS:
Backplates (page 8)

WORKHOLDING CAPACITIES
AND MAXIMUM RPM LIMITS

OD OD ID ID MAX
MIN MAX MIN MAX RPM

4" 1043 0.031 3.640 1.031 3.500 3600
5" 1053R 0.118 5.000 1.575 4.724 3200
6" 1063R 0.125 6.000 1.875 5.750 3000
8" 1083R 0.200 8.250 2.125 6.750 2500

10" 1103R 0.500 9.360 2.937 8.718 2000
12" 1123R 0.500 11.312 3.281 10.125 1500
15" 1153R 0.562 15.000 4.000 15.748 1000
21" 1213R 1.5000 21.000 4.750 20.250 800

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h z-d
4"₂ 1043 10 4.000 2.750 3.530 1.040 3.130 2.380 0.420 10-32
5"₂ 1053R 15 5.000 2.716 4.438 1.299 3.768 2.205 0.657 1/4-20
6"₂ 1063R 19 6.000 3.125 5.343 1.535 3.882 2.323 0.689 1/4-20
8"₂ 1083R 50 8.270 4.750 7.500 2.264 5.206 3.122 0.752 3/8-16
10"₁ 1103R 70 10.000 6.374 4.375 2.835 6.056 3.492 0.803 7/16-14
12"₁ 1123R 116 12.000 7.905 5.250 3.268 6.569 3.980 0.803 1/2-13
15"₁ 1153R 200 15.000 11.781 6.750 4.252 8.799 5.362 1.063 5/8-11
21"₁ 1213R 395 21.000 16.030 9.250 5.275 9.520 6.250 1.188 3/4-10

₁ Inner Mtg. Holes D2 ₂ Outer Mtg. Holes D2

MODEL MODEL O.A.
3 Jaw 6 Jaw Length

4" 10435C 7.091 5C
5" 1053R5C 7.788 5C
6" 1063R5C 1066R5C 7.902 5C
5" 1053R3MT 7.788 3MT
5" 1053R4MT 7.788 4MT
6" 1063R5MT 1066R5MT 7.902 5MT

.0005" repeatability on duplicate parts.
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ADJUSTABLE

THREE JAW SCROLL CHUCKS WITH TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SIZE MTG

SIZE MODEL

  CHUCKS WITH 5C and MORSE TAPER MOUNTS



QU® ADJ
.0005" repeatability on duplicate parts.  This accuracy is possible by having a clearance of .020" between
the chuck cavity and the mounting plate hub.  Opposing adjusting screws allow alignment to adjust
work to "dead true" accuracy and repeatability on duplicate parts.  With proper care QU® Chucks
useful life is approximately 2.5 times longer than standard self centering scroll chucks.

SUPPLIED WITH:
Chuck - Hardend Scroll, 
Master Jaws and Top Jaws
T-Wrench
Mounting Screws

OPTIONS:
Backplates (page 8)

WORKHOLDING CAPACITIES
AND MAXIMUM RPM LIMITS

OD OD ID ID MAX
MIN MAX MIN MAX RPM

6" 1066R 0.200 6.000 1.875 5.750 2200
8" 1086R 0.425 8.250 2.125 6.750 1900

10" 1106R 0.625 9.360 2.937 8.718 1500
12" 1126R 0.775 11.312 3.281 10.125 1100
15" 1156R 0.875 15.000 4.000 15.748 1000

Solid Soft Jaws Now Available for ADJ 3 and 6 Jaw Chucks

SIZE MODEL SIZE MODEL
6" 630-9 6" 660-9
8" 830-9 8" 860-9

10" 103-9 10" 106-9
12" 123-9 12" 126-9
15" 153-9

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h z-d
6"₂ 1066R 19 6.000 3.125 5.343 1.535 3.882 2.323 0.689 1/4-20
8"₂ 1086R 50 8.270 4.750 7.500 2.264 5.206 3.122 0.752 3/8-16
10"₁ 1106R 70 10.000 6.374 4.375 2.835 6.056 3.492 0.803 7/16-14
12"₁ 1126R 116 12.000 7.905 5.250 3.268 6.569 3.980 0.803 1/2-13
15"₁ 1156R 200 15.000 11.781 6.750 4.252 8.799 5.362 1.063 5/8-11

₁ Inner Mtg. Holes D2 ₂ Outer Mtg. Holes D2

 3 Jaw 6 Jaw 60° Point

ADJUSTABLE

SIX JAW SCROLL CHUCKS WITH TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS
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SIZE MODEL



QU® ADJ
.0005" repeatability on duplicate parts.  This accuracy is possible by having a clearance of .020" between
the chuck cavity and the mounting plate hub.  Opposing adjusting screws allow alignment to adjust
work to "dead true" accuracy and repeatability on duplicate parts.

ADJ STEEL FEATURES:

• Forged steel for higher speeds.
• Scroll  hardened ground and balanced.
• Jaws ground and hardened.
• Fits all standard QU mounting plates.
• All QU chuck jaws are: 
   American Standard tongue and groove.

SUPPLIED WITH:
Chuck
Master Jaws and Top Jaws
T-Wrench
Mounting Screws

OPTIONS:
Backplates (page 8)

WORKHOLDING CAPACITIES
AND MAXIMUM RPM LIMITS

OD OD ID ID MAX
MIN MAX MIN MAX RPM

4" S1043 0.031 3.640 1.031 3.500 4200
5" S1053R 0.118 5.000 1.575 4.724 3800
6" S1063R 0.125 6.000 1.875 5.750 3500
8" S1083R 0.200 8.250 2.125 6.750 3100

10" S1103R 0.500 9.360 2.937 8.718 2700
12" S1123R 0.500 11.312 3.281 10.125 2200
15" S1153R 0.562 15.000 4.000 17.748 1800

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h z-d
4" S1043 11 4.000 2.750 3.530 1.040 3.130 2.380 0.420 10-32
5" S1053R 16 5.000 2.716 4.438 1.299 3.768 2.205 0.657 1/4-20
6"₂ S1063R 22 6.000 3.125 5.343 1.535 3.882 2.323 0.689 1/4-20
8"₂ S1083R 52 8.270 4.750 7.500 2.264 5.206 3.122 0.752 3/8-16
10"₁ S1103R 73 10.000 6.374 4.375 2.835 6.056 3.492 0.803 7/16-14
12"₁ S1123R 120 12.000 7.905 5.250 3.268 6.569 3.980 0.803 1/2-13
15"₁ S1153R 200 15.000 11.781 6.750 4.252 8.799 5.362 1.063 5/8-11

₁ Inner Mtg. Holes D2 ₂ Outer Mtg. Holes D2
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FORGED STEEL BODY
ADJUSTABLE - STEEL

THREE JAW SCROLL CHUCKS WITH TOP REVERSIBLE JAWS

SIZE MODEL

PRINCIPAL SPECIFICATIONS



QU®  ADJ
.0005" repeatability on duplicate parts.  This accuracy is possible by having a clearance of .020" between
the chuck cavity and the mounting plate hub.  Opposing adjusting screws allow alignment to adjust
work to "dead true" accuracy and repeatability on duplicate parts.

ADJ STEEL FEATURES:
• Forged steel for higher speeds.
• Scroll  hardened ground and balanced.
• Jaws ground and hardened.
• Fits all standard QU mounting plates.
• All QU chuck jaws are: 
   American Standard tongue and groove.

SUPPLIED WITH:
Chuck 
Master Jaws and Top Jaws
T-Wrench
Mounting Screws

OPTIONS:
Backplates (page 8)

WORKHOLDING CAPACITIES
AND MAXIMUM RPM LIMITS

OD OD ID ID MAX
MIN MAX MIN MAX RPM

6" S1066R 0.200 6.000 1.875 5.750 2500
8" S1086R 0.425 8.250 2.125 6.750 2200

10" S1106R 0.625 9.360 2.937 8.718 1900
12" S1126R 0.775 11.312 3.281 10.125 1500
15" S1156R 0.875 15.000 4.000 15.748 1300

Solid Soft Jaws Now Available for ADJ 3 and 6 Jaw Chucks

SIZE MODEL SIZE MODEL
6" 630-9 6" 660-9
8" 830-9 8" 860-9

10" 103-9 10" 106-9
12" 123-9 12" 126-9
15" 153-9

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h z-d
6"₂ S1066R 22 6.000 3.125 5.343 1.535 3.882 2.323 0.689 1/4-20
8"₂ S1086R 52 8.270 4.750 7.500 2.264 5.206 3.122 0.752 3/8-16
10"₁ S1106R 73 10.000 6.374 4.375 2.835 6.056 3.492 0.803 7/16-14
12"₁ S1126R 120 12.000 7.905 5.250 3.268 6.569 3.980 0.803 1/2-13
15"₁ S1156R 200 15.000 11.781 6.75 4.252 8.799 5.362 1.063 5/8-11

₁ Inner Mtg. Holes D2 ₂ Outer Mtg. Holes D2
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 3 Jaw 6 Jaw 60° Point

ADJUSTABLE - STEEL

SIX JAW SCROLL CHUCKS WITH TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SIZE MODEL

FORGED STEEL BODY



Spindle "A"
Nose Dia. 4" 5" 6" 8 1/4" 10" 12" 15" 21"
A-3 2.130 AS-318 AS-300
A-4 2.500 AS-319 AS-304 AS-301 AS-306
A-5 3.250 AS-305 AS-302 AS-307 AS-311 AS-314
A-6 4.190 AS-303 AS-308 AS-312 AS-315 AS-343
A-8 5.500 AS-310 AS-309 AS-313 AS-316 AS-344 AS-351

A-11 7.750 AS-317 AS-349 AS-350
A-15 11.250 AS342 AS-352

Spindle "A"
Nose Dia. 4" 5" 6" 8 1/4" 10" 12" 15" 21"
D-3 2.130 CD-216 CD-205 CD-203 CD-220
D-4 2.500 CD-217 CD-221 CD-201 CD-204 CD-219
D-5 3.250 CD-202 CD-208 CD-210 CD-213
D-6 4.190 CD-206 CD-209 CD-211 CD-214 CD-238
D-8 5.500 CD-247 CD-207 CD-212 CD-215 CD-267 CD-271

D-11 7.750 CD-273 CD-266 CD-272
D-15 11.251 CD-273

Spindle "A"
Nose Dia. 5" 6" 8 1/4" 10" 12" 15"
L-00 2.750 LT-103 LT-100 LT-108 LT-111
L-0 3.250 LT-104 LT-101 LT-109 LT-112 LT-115
L-1 4.130 LT-110 LT-113 LT-116 LT-176
L-2 5.250 LT-117 LT-177
L-3 6.500 LT-178

Spindle Mounting Chuck Chuck Spindle Mounting Chuck Chuck
Nose Number Size Number Nose Number Size Number

4° Taper HS-120 5"-3 JAW 1053R 2 3/16-10 HK-790 5"-3 JAW 1053R
4° Taper HS-357 6"-3 JAW 1063R 2 3/16-10 HK-276 6"-3 JAW 1063R
4° Taper HS-357 6"-6 JAW 1066R 2 3/16-10 HK-276 6"-6 JAW 1066R
4° Taper HS-362 6"-4 JAW 4064 2 3/16-10 HK-673 6"-4 JAW 4064

Spindle "A"
Nose Dia. 5" 6" 8 1/4" 10" 12"

1 1/2-8 1.500 TH-903 TH-950
1 3/4-8 1.750 TH-904 TH-951
2 1/4-8 2.250 TH-955 TH-985 TH-994
2 3/8-6 2.375 TH-958 TH-986 TH-995 TH-997
2 3/4-8 2.750 TH-989 TH-999

Rotary Mounting Chuck Chuck
Table Number Size Number

HRT-160 AS-160-H 6" 3-Jaw 1063R
J4-160-H 6" 4-Jaw 4064

HRT-210 AS-210-H 8" 3-Jaw 1083R
J4-210-H 8" 4 Jaw 4084

HRT-310 AS-310-H 12" 3-Jaw 1123R
J4-310-H 12" 4-Jaw 4124

Rotary table plates available for other models

THREADED MOUNTING PLATES

Chuck Size

Chuck Size

AMERICAN STANDARD FLANGE NOSE  - TYPE A

       CAMLOCK  - TYPE D

HARDINGE® STYLE MOUNTING PLATES

Fits all forged steel and semi steel ADJ chucks
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ADJ MOUNTING PLATES

They also minimize overhang by using our ADJ recessed design.
QU® mountings are designed for the easiest possible installation.

All QU mountings are interchangeable on the same size chuck.

 ROTARY TABLE PLATES

LONG TAPER KEY DRIVE - TYPE L
Chuck Size

Chuck size



3 Jaw Chucks
HARD TOP SOFT TOP MASTER ZERO SET CHUCK 

SIZE MODEL JAW SET JAW SET JAW SET BODY SCROLL PINION SCREW WRENCH
4" 1043 N/A N/A N/A 430-8 430-1 430-2 430-4 430-3
5" 1053R 530-7 530-0 530-6 530-8 530-1 530-2 530-4 530-3
6" 1063R 630-7 630-0 630-6 630-8 630-1 630-2 630-4 630-3
8" 1083R 830-7 830-0 830-6 830-8 830-1 830-2 830-4 830-3

10" 1103R 103-7 103-0 103-6 103-8 103-1 103-2 103-4 103-3
12" 1123R 123-7 123-0 123-6 123-8 123-1 123-2 123-4 123-3
15" 1153R 153-7 153-0 153-6 153-8 153-1 153-2 153-4 153-3
21" 1213R 213-7 213-0 213-6 213-8 213-1 213-2 213-4 213-3

6 Jaw Chucks
6" 1066R 660-7 660-0 660-6 660-8 660-1 660-2 660-4 660-3
8" 1086R 860-7 860-0 860-6 860-8 860-1 860-2 860-4 860-3

10" 1106R 106-7 106-0 106-6 106-8 106-1 106-2 106-4 106-3
12" 1126R 126-7 126-0 126-6 126-8 126-1 126-2 126-4 126-3
15" 1156R 156-7 156-0 156-6 156-8 156-1 156-2 156-4 156-3

SIZE MODEL L L1 B H t t1 a b e z - d
5" 1053R 2.008 0.784 0.629 1.023 0.157 0.118 0.499 0.313 1.250 5/16 - 18
6" 1063R 2.500 1.063 0.736 1.000 0.098 0.098 0.375 0.736 1.686 5/16 - 18
8" 1083R 3.504 1.319 0.952 1.260 0.157 0.118 0.499 0.313 1.748 3/8 - 16

10" 1103R 3.622 1.531 1.235 1.516 0.157 0.118 0.749 0.500 2.126 1/2 - 13
12" 1123R 4.252 1.843 1.485 1.575 0.157 0.118 0.749 0.500 2.500 1/2 - 13
15" 1153R 5.275 2.362 1.771 2.205 0.287 0.118 0.749 0.500 3.000 5/8 - 11
21" 1213R 8.000 2.240 1.970 2.205 .2870 0.125 0.749 .500 3.000 3/4 - 10
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REPLACEMENT PARTS AND JAWS FOR ADJ CHUCKS

6" Chucks have a backward cross-key. Refer to the drawings on the left for 6" chucks.

CHUCK CHUCK

LONG HANDLED HEX KEYS AVAILABLE FOR 10, 12 INCH CHUCKS - PART # 103-5

For 6" -  3 Jaw and 6 Jaw ADJ Chucks For other ADJ Chucks



These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.
Semi-steel body.

SUPPLIED WITH:
One piece solid reversible jaws
or top reversible jaws
T - Wrench
Mounting cam studs
T - Slots in 12" and larger

Size MODEL SPINDLE WEIGHT D D1 D2 D3 H H1 h h1 Z-d
6" 4064D3 D1-3 23 6.299 2.125 2.780 1.772 3.661 2.559 0.512 0.394 3-M10X1
8" 4084D3 D1-3 35 7.874 2.125 2.780 1.772 3.661 2.559 0.512 0.394 3-M10X1
8" 4084D4 D1-4 35 7.874 2.500 3.252 2.205 4.213 2.953 0.512 0.394 3-M10X1
8" 4084D5 D1-5 36 7.874 3.250 4.126 2.205 4.213 2.953 0.591 0.472 6-M12X1
8" 4084D6 D1-6 37 7.874 4.188 5.252 2.205 4.213 2.953 0.630 0.512 6-M16X1.5

10" 4104D4 D1-4 51 9.843 2.500 3.252 2.205 4.724 3.150 0.512 0.394 6-M12X1.5
10" 4104D5 D1-5 51 9.843 3.250 4.126 2.953 4.724 3.150 0.591 0.472 6-M12X1
10" 4104D6 D1-6 51 9.843 4.188 5.252 2.953 4.724 3.150 0.630 0.512 6-M16X1.5
10" 4104D8 D1-8 51 9.843 5.500 6.748 2.953 4.724 3.150 0.709 0.551 6-M20 x1.5
12" 4124D6 D1-6 100 12.598 4.188 5.252 3.740 5.276 3.543 0.630 0.512 6-M16X1.5
12" 4124D8 D1-8 100 12.598 5.500 6.748 3.740 5.276 3.543 0.709 0.551 6-M20X1.5
14" 4144D6 D1-6 125 13.780 4.188 5.252 3.740 5.276 3.543 0.630 0.512 6-M16X1.5
14" 4144D8 D1-8 125 13.780 5.500 6.748 3.740 5.276 3.543 0.709 0.551 6-M20X1.5
16" 4164D6 D1-6 139 15.748 4.188 5.252 3.740 5.630 3.740 0.630 0.512 6-M16X1.5
16" 4164D8 D1-8 139 15.748 5.500 6.748 4.921 5.630 3.740 0.709 0.551 6-M20X1.5
16" 4164D11 D1-11 139 15.748 7.751 9.252 4.921 5.630 3.740 0.787 0.630 6-M22X1.5
20" 4204D8 D1-8 227 19.685 5.500 6.748 5.354 6.339 4.173 0.709 0.551 6-M20X1.5
20" 4204D11 D1-11 227 19.685 7.751 9.252 6.300 6.339 4.173 0.787 0.630 6-M22X1.5
25" 4254D8 D1-8 358 24.803 5.500 6.784 4.921 7.087 4.646 0.787 0.630 6-M20X1.5
25" 4254D11 D1-11 358 24.803 7.751 9.252 7.087 7.087 4.646 0.787 0.630 6-M22X1.5
25" 4254D15 D1-15 358 24.803 11.251 13.000 7.087 7.087 4.646 0.827 0.669 6-M24X1.5

PRINCIPAL SPECIFICATIONS

FOUR JAW INDEPENDENT CHUCKS - DIRECT MOUNT TYPE "D"  
SOLID JAWS OR TOP REVERSIBLE JAWS

TOP REVERSIBLE JAWS AVAILABLE  -  ADD "R" TO MODEL NUMBER
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These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.
Semi-steel body.

SUPPLIED WITH:
One piece solid reversible jaws
or top reversible jaws
T - Wrench
Mounting Screws
T - Slots in 12" and larger

Size MODEL SPINDLE WEIGHT D D1 D2 D3 H H1 h h1 h2 d1 Z-d
8" 4084A4 A2-4 35 7.874 2.500 3.252 2.205 4.212 2.953 0.512 0.394 0.256 0.579 4-M10
8" 4084A4R A2-4 35 7.874 2.500 3.252 2.205 4.212 2.953 0.512 0.394 0.256 0.579 4-M10
8" 4084A5 A2-5 35 7.874 3.251 4.126 2.205 4.212 2.953 0.591 0.472 0.256 0.642 4-M10
8" 4084A5R A2-5 35 7.874 3.251 4.126 2.205 4.212 2.953 0.591 0.472 0.256 0.642 4-M10
10" 4104A5 A2-5 51 9.843 3.251 4.126 2.953 4.724 3.150 0.591 0.472 0.256 0.642 4-M10
10" 4104A5R A2-5 51 9.843 3.251 4.126 2.953 4.724 3.150 0.591 0.472 0.256 0.642 4-M10
10" 4104A6 A2-6 51 9.843 4.188 5.252 2.953 4.724 3.150 0.630 0.512 0.256 0.768 4-M12
10" 4104A6R A2-6 51 9.843 4.188 5.252 2.953 4.724 3.150 0.630 0.512 0.256 0.768 4-M12
12" 4124A6 A2-6 100 12.598 4.188 5.252 3.740 5.276 3.543 0.630 0.512 0.256 0.768 4-M12
12" 4124A6R A2-6 100 12.598 4.188 5.252 3.740 5.276 3.543 0.630 0.512 0.256 0.768 4-M12
12" 4124A8 A2-8 100 12.598 5.500 6.748 3.740 5.276 3.543 0.709 0.551 0.315 0.953 4-M16
12" 4124A8R A2-8 100 12.598 5.500 6.748 3.740 5.276 3.543 0.709 0.551 0.315 0.953 4-M16
16" 4164A5 A2-5 139 15.748 3.251 4.126 3.110 5.630 3.740 0.059 0.472 0.256 0.642 4-M10
16" 4164A5R A2-5 139 15.748 3.251 4.126 3.110 5.630 3.740 0.059 0.472 0.256 0.642 4-M10
16" 4164A6 A2-6 139 15.748 4.188 5.252 3.740 5.630 3.740 0.630 0.512 0.256 0.768 4-M12
16" 4164A6R A2-6 139 15.748 4.188 5.252 3.740 5.630 3.740 0.630 0.512 0.256 0.768 4-M12
16" 4164A8 A2-8 139 15.748 5.500 6.748 4.921 5.630 3.740 0.709 0.551 0.315 0.953 4-M16
16" 4164A8R A2-8 139 15.748 5.500 6.748 4.921 5.630 3.740 0.709 0.551 0.315 0.953 4-M16
20" 4204A8 A2-8 265 19.685 5.500 6.748 5.354 6.339 4.173 0.709 0.551 0.315 0.953 4-M16
20" 4204A8R A2-8 265 19.685 5.500 6.748 5.354 6.339 4.173 0.709 0.551 0.315 0.953 4-M16
20" 4204A11 A2-11 245 19.685 7.751 9.252 6.299 6.338 4.173 0.787 0.630 0.394 1.157 4-M20
20" 4204A11R A2-11 245 19.685 7.751 9.252 6.299 7.598 4.173 0.787 0.630 0.394 1.157 4-M20
25" 4254A11 A2-11 353 24.803 7.751 9.252 7.500 7.087 4.645 0.787 0.630 0.394 1.157 4-M20
25" 4254A11R A2-11 353 24.803 7.751 9.252 7.500 8.011 4.645 0.787 0.630 0.394 1.157 4-M20
25" 4254A15 A2-15 340 24.803 11.251 13.000 7.1/10.5 7.087 4.645 0.827 0.669 0.394 1.406 8-M24
25" 4254A15R A2-15 340 24.803 11.251 13.000 7.1/10.5 8.011 4.645 0.827 0.699 0.394 1.406 8-M24
25" 4254A20 A2-20 325 24.803 16.251 18.252 7.1/12.5 7.087 4.645 0.906 0.748 0.394 1.657 8-M24
25" 4254A20R A2-20 325 24.803 16.251 18.252 7.1/12.5 8.011 4.645 0.906 0.748 0.394 1.657 8-M24
32" 4324A11R A2-11 587 31.500 7.751 9.252 7.500 9.100 5.197 0.787 0.630 0.394 1.157 8-M20
32" 4324A15R A2-15 567 31.500 11.251 13.000 9.0/11.0 9.100 5.197 0.827 0.669 0.394 1.406 8-M24
32" 4324A20R A2-20 550 31.500 16.251 18.252 14.600 9.100 5.197 0.906 0.748 0.394 1.657 8-M24
40" 4404A11R A2-11 950 39.370 7.751 9.252 7.500 10.236 5.906 0.787 0.630 0.394 1.157 8-M20
40" 4404A15R A2-15 920 39.370 11.251 13.000 11.000 10.236 5.906 0.827 0.669 0.394 1.406 8-M24
40" 4404A20R A2-20 890 39.370 16.251 18.252 14.600 10.236 5.906 0.906 0.748 0.394 1.657 8-M24

"R" DESIGNATES TOP REVERSIBLE JAWS
Other A mount chucks available in flatback style with mounting plate.

FOUR JAW INDEPENDENT CHUCKS DIRECT MOUNT TYPE "A"
SOLID JAWS OR TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS
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These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.
Semi-steel body.

SUPPLIED WITH:
One piece solid reversible jaws
or top reversible jaws
T - Wrench

T - Slots in 12" and larger

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
3" 4034 5 3.150 2.165 2.598 0.866 2.205 1.654 0.138 4-M6
4" 4044 8 3.937 2.835 3.307 0.984 2.913 2.126 0.138 4-M8
5" 4054 14 4.921 3.740 4.252 1.181 3.071 2.205 0.177 4-M8
6" 4064 22 6.299 2.559 3.740 1.772 3.661 2.559 0.197 4-M10
6" 4064R 22 6.299 2.559 3.740 1.772 3.661 2.559 0.197 4-M10
8" 4084 35 7.874 3.150 4.409 2.205 4.123 2.953 0.236 4-M10
8" 4084R 35 7.874 3.150 4.409 2.205 4.123 2.953 0.236 4-M10
10" 4104 51 9.843 4.331 5.118 2.953 4.724 3.150 0.236 4-M12
10" 4104R 51 9.843 4.331 5.118 2.953 4.724 3.150 0.236 4-M12
12" 4124 100 12.598 5.512 6.496 3.740 5.276 3.543 0.236 4-M16
12" 4124R 100 12.598 5.512 6.496 3.740 5.276 3.543 0.236 4-M16
14" 4144 110 13.780 5.118 6.614 3.740 5.276 3.543 0.236 4-M16
14" 4144R 110 13.780 5.118 6.614 3.740 5.276 3.543 0.236 4-M16
16" 4164 139 15.748 6.299 7.283 4.921 5.630 3.740 0.315 4-M16
16" 4164R 139 15.748 6.299 7.283 4.921 5.631 3.740 0.315 4-M16
18" 4184 185 17.717 7.087 8.071 5.512 5.787 3.937 0.315 4-M16
18" 4184R 220 17.717 7.087 8.071 5.512 5.787 3.937 0.315 4-M16
20" 4204 227 19.685 7.874 9.291 6.300 6.339 4.173 0.315 4-M20
20" 4204R 265 19.685 7.874 9.291 6.300 7.598 4.173 0.315 4-M20
25" 4254 350 24.803 8.661 10.157 7.087 7.087 4.646 0.394 4-M20
25" 4254R 384 24.803 8.661 10.157 7.087 8.011 4.646 0.394 4-M20
32" 4324 570 31.496 9.843 11.811 8.268 7.953 5.197 0.472 8-M20
32" 4324R 570 31.496 9.843 11.811 8.268 7.953 5.197 0.472 8-M20
40" 4404 930 39.370 12.598 14.567 10.236 9.055 5.906 0.591 8-M20
40" 4404R 930 39.370 12.598 14.567 10.236 9.055 5.906 0.591 8-M20
49" 4494R 1450 49.213 15.748 19.685 12.008 10.079 6.496 0.591 8-M20
55" 4554R 2285 55.118 15.589 19.685 12.008 9.685 6.102 0.591 8-M20
63" 4634R 3656 62.992 16.535 20.472 12.598 10.472 6.890 0.709 8-M24
80" 4804R 7312 78.740 17.717 22.047 13.780 11.417 7.480 0.787 8-M30
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PRINCIPAL SPECIFICATIONS

FOUR JAW INDEPENDENT CHUCKS - FLATBACK
SOLID JAWS OR TOP REVERSIBLE JAWS

3" - 4" - 5" Chucks are back mount chucks
"R" DESIGNATES TOP REVERSIBLE JAWS



These chucks have the features of the self centering type, as well as
independent type. This enables the jaws to achieve a self centering
clamping and, be adjusted seperately. This can be helpful in
mass production of difficult shaped work pieces.

SUPPLIED WITH:
One piece solid reversible jaws or
top reversible jaws
T - Wrench
Mounting Screws

Size MODEL WEIGHT D D1 D2 D3 H H1 h S1 S2 Z-d
6" F064 37 6.299 5.118 5.590 1.654 3.425 4.528 0.197 0.394 0.315 3-M8
6" F064R 37 6.299 5.118 5.590 1.654 3.425 4.528 0.197 0.394 0.315 3-M8
8" F084 45 7.874 6.496 7.087 2.559 3.819 5.000 0.197 0.472 0.394 3-M10
8" F084R 45 7.874 6.496 7.087 2.559 3.819 5.000 0.197 0.472 0.394 3-M10
10" F104 68 9.843 8.110 8.898 3.150 4.016 5.591 0.197 0.472 0.394 3-M12
10" F104R 68 9.843 8.110 8.898 3.150 4.016 5.591 0.197 0.472 0.394 3-M12
12" F124 106 12.795 10.709 11.654 3.937 4.724 6.417 0.236 0.512 0.472 3-M16

Caution: Jaws can not be operated separately
These chucks have jaws that are operated on a scroll.
Not to be confused with four jaw independent chucks.

SUPPLIED WITH:
2 sets of hard jaws
(1 internal and 1 external) or
top reversible jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
5" 7054 18 5.118 3.937 4.528 1.181 3.386 2.362 0.138 3-M8
6" 7064 22 6.299 5.118 5.590 1.575 3.740 2.559 0.197 3-M8
6" 7064R 22 6.299 5.118 5.590 1.575 4.291 2.559 0.197 3-M8
8" 7084 34 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10
8" 7084R 34 7.874 6.496 7.087 2.559 4.803 2.953 0.197 3-M10
10" 7104 58 9.843 8.110 8.898 3.150 4.724 3.150 0.197 3-M12
10" 7104R 51 9.843 8.110 8.898 3.150 5.354 3.150 0.197 3-M12
12" 7124R 104 12.795 10.709 11.654 3.937 6.673 3.780 0.472 3-M16
15" 7154R 140 14.961 12.795 13.780 5.315 6.752 3.858 0.236 3-M16
20" 7204R 265 19.685 17.323 18.307 8.268 7.953 4.528 0.236 6-M16
25" 7254R 467 24.803 22.047 23.425 10.630 8.582 5.256 0.276 6-M16

FOUR JAW COMBINATION CHUCKS - FLATBACK 

FOUR JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
 SOLID JAWS OR TOP REVERSIBLE JAWS
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"R" Designates top reversible jaws.

"R" Designates top reversible jaws.

SOLID JAWS OR TOP REVERSIBLE

PRINCIPAL SPECIFICATIONS

PRINCIPAL SPECIFICATIONS



American standard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting cam studs

SIZE MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H H1 H2 h h1 Z-d
6" 6063D3 D1-3 32 6.299 2.125 2.780 1.575 3.622 4.606 2.992 2.874 0.591 0.394 6-M12X1
6" 6063D4 D1-4 32 6.299 2.500 3.252 1.575 4.606 4.488 2.756 2.756 0.512 0.394 3-M10X1
6" 6063D5 D1-5 32 6.299 3.250 4.126 1.575 5.748 4.606 2.874 2.874 0.591 0.472 6-M12X1
8" 6083D4 D1-4 47 7.874 2.500 3.252 1.969 4.606 5.236 3.386 3.307 0.512 0.394 3-M10X1
8" 6083D5 D1-5 47 7.874 3.250 4.126 1.969 5.748 5.236 3.386 3.307 0.591 0.472 6-M12X1
8" 6083D6 D1-6 47 7.874 4.188 5.252 1.969 7.126 5.236 3.386 3.307 0.630 0.512 6-M16X1.5
10" 6103D5 D1-5 74 9.843 3.250 4.126 2.756 5.748 3.866 3.740 3.740 0.591 0.472 6-M12X1
10" 6103D6 D1-6 74 9.843 4.188 5.252 2.756 7.126 5.984 3.858 4.055 0.630 0.512 6-M16X1.5
10" 6103D8 D1-8 74 9.843 5.500 6.748 3.150 8.858 5.984 3.858 4.055 0.709 0.551 6-M20X1.5
12" 6123D6 D1-6 142 12.795 4.188 5.252 4.160 7.126 6.654 4.173 4.173 0.630 0.512 6-M16X1.5
12" 6123D8 D1-8 142 12.795 5.500 6.748 4.160 8.858 6.654 4.173 4.173 0.709 0.551 6-M20X1.5
12" 6123D11 D1-11 142 12.795 7.751 9.252 4.160 11.732 6.654 4.173 4.173 0.787 0.630 6-M22X1.5
15" 6153D8 D1-8 155 14.961 5.500 6.748 5.118 8.858 7.540 4.646 5.020 0.709 0.551 6-M20X1.5
15" 6153D11 D1-11 155 14.961 7.751 9.252 5.315 11.732 7.540 4.646 5.020 0.787 0.630 6-M22X1.5
20" 6203D8 D1-8 320 19.685 5.500 6.748 5.120 8.858 8.740 5.315 5.748 0.709 0.551 6-M20X1.5
20" 6203D11 D1-11 320 19.685 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5
25" 6253D8 D1-8 530 24.803 5.500 6.748 5.120 8.858 9.331 5.906 6.539 0.709 0.551 6-M20X1.5
25" 6253D11 D1-11 530 24.803 7.751 9.252 7.480 11.732 9.331 5.906 6.539 0.787 0.630 6-M22X1.5

Compatible with other fine adjustable chucks
American Std. Top Tooling
Three pinion style
Scroll hardened ground and balanced

SUPPLIED WITH:
Chuck
Master Jaws and Top Jaws
T-Wrench
Mounting Screws
Back plates available in all sizes

SIZE MODEL WEIGHT D1 D2 D3 H H1 h Z-d
6" S6063ST 32 3.386 5.512 1.654 2.795 4.504 0.709 3-M10
8" S6083ST 47 4.331 6.929 2.165 3.169 4.941 0.787 3-M10
10" S6103ST 74 5.701 8.819 2.992 3.720 5.807 0.787 3-M12
12" S61123ST 142 7.087 11.260 4.055 3.720 5.961 0.787 3-M16
16" S6163ST 155 11.781 6.732 5.354 4.134 6.831 0.866 6-5/8-11
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PRINCIPAL SPECIFICATIONS

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS - DIRECT MOUNT TYPE "D"
TOP REVERSIBLE JAWS

THREE JAW SELF CENTERING SCROLL CHUCKS - ADJUSTABLE STYLE
TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS



American standard two-piece tongue & groove Jaws.
Scroll and jaws hardened and ground. 
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws.
T-Wrench
Mounting screws

Size MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H1 h h1 h2 d1 Z-d
8" 6083A15 A1-5 47 7.874 3.250 2.437 1.575 5.236 3.307 0.563 0.472 0.256 0.642 3-M10
10" 6103A16 A1-6 74 9.843 4.188 3.252 2.165 6.496 3.661 0.625 0.512 0.256 0.768 6-M12
12" 6123A16 A1-6 142 12.795 4.188 3.252 2.165 6.496 4.173 0.625 0.512 0.256 0.768 6-M12
12" 6123A18 A1-8 142 12.795 5.500 4.374 3.071 8.268 4.173 0.687 0.551 0.315 0.953 6-M16
20" 6203A15 A1-15 320 19.685 11.251 9.748 7.874 14.961 5.315 0.813 0.669 0.394 1.406 6-M24
25" 6253A120 A1-20 530 24.803 16.251 14.500 12.500 20.500 5.591 0.829 0.748 0.394 1.657 6-M24

Size MODEL SPINDLE WEIGHT D D1 D3 D4 D5 H1 h h1 h2 d1 Z-d
6"₁ 6063A24 A2-4 32 6.299 2.500 1.575 5.236 3.252 2.756 0.512 0.394 0.256 0.579 3-M10
8" 6083A24 A2-4 47 7.874 2.500 2.362 4.252 3.252 3.386 / 0.394 0.256 0.579 3-M10
8"₁ 6083A25 A2-5 47 7.874 3.250 2.559 5.236 4.126 3.733 0.563 0.472 0.256 0.642 6-M10
8"₁ 6083A26 A2-6 47 7.874 4.188 2.559 6.496 5.252 4.180 0.625 0.512 0.256 0.768 6-M12
10"₁ 6103A26 A2-6 74 9.843 4.188 3.150 6.496 5.252 3.661 0.625 0.512 0.256 0.768 6-M12
15"₁ 6153A28 A2-8 142 14.96 5.500 5.315 8.268 6.748 4.875 0.687 0.630 0.315 0.953 6-M16
15"₁ 6153A211 A2-11 142 14.96 7.751 5.315 11.024 9.252 4.875 0.750 0.630 0.394 1.157 6-M20
20" 6203A28 A2-8 320 19.685 5.500 5.354 8.268 6.748 5.315 0.787 0.630 0.394 0.953 6-M16
20" 6203A211 A2-11 320 19.685 7.751 7.480 11.024 9.252 5.315 0.787 0.630 0.394 1.157 6-M20
25" 6253A211 A2-11 530 24.803 7.751 7.500 11.024 9.252 5.591 0.087 0.630 0.394 1.157 6-M20
25" 6253A215 A2-15 530 24.803 11.251 10.236 14.961 13.000 5.591 0.827 0.669 0.394 1.406 6-M24

₁ Requires mounting plate (included)

PRINCIPAL SPECIFICATIONS
STYLE A1 (USE INNER TAPPED HOLES)

STYLE A2 (USE OUTER TAPPED HOLES)

THREE JAW SELF CENTERING SCROLL CHUCKS 
TYPE "A" MOUNT -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SEE PAGE 23 FOR REPLACEMENT PARTS

Although an A1 type spindle nose has both inner and outer tapped holes, 
These chucks utilize the inner holes, and will NOT fit on an A2 type spindle.

These chucks use the outer tapped holes, and will fit on either A1 or A2 type spindles.
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For use with rotary tables and applications where back mounting chucks cannot be used.
For use on 3 or 6 slot rotary tables, or on base plate for 4 and 8 slot rotary tables.
Semi steel body

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

SIZE MODEL WGT D D1 D2 D3 H H1 H2 h Z-d
5" F3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" F3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" F3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10

10" F3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" F3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" F3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
16" F3163R 140 15.748 13.386 14.488 5.433 6.772 3.858 4.252 0.236 3-M16
20" F3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" F3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" F3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" F3403R 1700 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

For use in heavy duty applications
when extra strength is required.

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

SIZE MODEL WGT D D1 D2 D3 H H1 h Z-d
6" DK-3063R 20 6.299 4.921 5.512 1.654 4.173 2.992 0.197 6-M10
8" DK-3083 33 7.874 6.496 7.087 2.559 5.236 3.386 0.197 6-M10

10" DK-3103R 54 9.843 8.110 8.898 3.150 5.276 3.701 0.197 6-M12
12.5" DK-3123 96 12.402 10.236 11.220 3.937 6.712 4.173 0.236 6-M16
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PRINCIPAL SPECIFICATIONS

FRONT MOUNT THREE JAW SCROLL CHUCKS

FRONT MOUNT OR REAR MOUNT THREE JAW SCROLL CHUCKS

Must specify front mount or rear mount. 

TOP REVERSIBLE JAWS

DOUBLE KEYWAY -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS



American standard two-piece tongue and groove Jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 H2 h Z-d
5" 3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" 3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" 3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10
10" 3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" 3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" 3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
16" 3163R 140 15.748 13.386 14.488 5.433 6.772 3.858 4.252 0.236 3-M16
20" 3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" 3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" 3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" 3403R 1700 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

Scroll and jaws hardened and ground.
Semi-steel body.

SUPPLIED WITH:
2 Sets of solid hard jaws
(1 internal and 1 external)
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
3" 5033 5 3.150 2.165 2.598 0.630 2.598 1.969 0.138 3-M6
4" 5043 8 3.937 2.835 3.307 0.866 2.933 2.165 0.138 3-M8
5" 5053 14 5.118 3.937 4.528 1.181 3.386 2.362 0.138 3-M8
6" 5063 21 6.299 5.118 5.591 1.575 3.740 2.559 0.197 3-M8
8" 5083 36 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10
10" 5103 56 9.843 8.110 8.898 3.150 4.724 3.150 0.197 3-M12
12" 5123 109 12.795 10.709 11.654 3.937 6.673 3.780 0.473 3-M16
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THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
TOP REVERSIBLE JAWS

THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
SOLID JAWS

PRINCIPAL SPECIFICATONS

PRINCIPAL SPECIFICATIONS



These chucks provide a standard gripping accuracy of 0.0015".
They meet the required International Standards of grade 1
(Precision grade) chucks.  Fits many imported rotary tables.

Scroll and jaws hardened and ground.
Semi-steel body.

SUPPLIED WITH:
2 sets of solid hard jaws (1 internal and 1 external)
OR
1 set of hard reversible top jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
5" 9053 14 5.197 3.937 4.528 1.260 3.150 2.362 0.197 3-M8

6 1/2" 9063 23 6.575 5.118 5.787 1.772 3.622 2.618 0.177 3-M10
7 1/2" 9083 34 7.559 6.102 6.772 2.283 4.113 2.992 0.197 3-M10

9" 9103 53 9.173 7.480 8.268 2.756 4.587 3.189 0.256 3-M12

These chucks are operated manually or with a lever. They have
a high concentricity as well as a wide clamping range.
Semi-steel body.  

SUPPLIED WITH:
One set of reversible solid hard jaws
Mounting screws (Flatback Style only)
Lever

SIZE MODEL WEIGHT D D1 D2 D3 D4 D5 H H1 h Z-d M
2.5" 0023 2.5 0.555 0.866 1.102 0.551 1.417 2.677 1.339 0.984 0.236 3-M4 M14X1
3" 0033 3.5 0.634 0.984 1.378 0.630 1.772 3.307 1.654 1.181 0.236 3-M5 M16X1
4" 0043 4.5 0.949 1.260 1.654 0.866 2.047 4.094 2.047 1.437 0.236 3-M6 M24X1.5

THREE JAW SELF CENTERING HIGH PRECISION SCROLL CHUCKS
FLATBACK - SOLID OR TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

FOR THREADED MOUNT ADD LETTER "T"

THREE JAW MANUALLY OPERATED SCROLL CHUCKS
THREADED MOUNT OR FLATBACK - SOLID JAWS
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PRINCIPAL SPECIFICATIONS



Americanstandard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and  top jaws
T-Wrench
Mounting screws

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
6" 2062R 22 6.299 5.118 5.591 1.575 4.291 2.559 0.197 3-M8
8" 2082R 35 7.874 6.496 7.087 2.559 4.803 2.953 0.197 3-M10
10" 2102R 51 9.843 8.110 8.898 3.150 5.276 3.150 0.197 3-M12
12" 2122R 99 12.795 10.709 11.654 3.937 6.102 3.780 0.472 3-M16
15" 2152R 155 14.961 12.795 13.780 5.315 6.181 3.858 0.236 3-M16

These chucks are suitable for clamping
and machining thin walled workpieces.

SUPPLIED WITH:
One set of internal solid jaws
T-Wrench
Mounting screws

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
4" 8046 8 3.937 2.835 3.307 1.024 2.874 2.106 0.138 3-M8
6" 8066 21 6.496 5.118 5.709 1.654 3.799 2.618 0.177 3-M8
8" 8086 36 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10

5C Precision chucks eliminate the problem of having to tear down a collet set-up.
You can easily switch to a 3 or 4 jaw chuck when collets aren't applicable.
Works with any 5C tooling.
SUPPLIED WITH:
2 set of hard jaws (3-Jaw chucks)
1 piece reversible jaws (4-Jaw chucks)
T Wrench

 

SIZE MODEL WEIGHT D D1 D2 D3 D4 L L1 L2 L3 L4
3" 5C033 7 3.150 1.250 0.7650 1.042-24 1.238-20 6.618 4.020 2.725 0.480 0.650
4" 5C043 11 3.937 1.250 0.7650 1.042-24 1.238-20 6.953 4.020 2.725 0.480 0.650

SIZE MODEL WEIGHT D D1 D2 D3 D4 L L1 L2 L3 L4
3" 5C034 6 3.150 1.250 0.7650 1.042-24 1.238-20 6.220 4.020 2.725 0.480 0.650
4" 5C044 12 3.937 1.250 0.7650 1.042-24 1.238-20 6.929 4.020 2.725 0.480 0.650

PRINCIPAL SPECIFICATIONS

TWO JAW SELF CENTERING SCROLL CHUCKS
FLATBACK - TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SIX JAW SELF CENTERING SCROLL CHUCKS
FLATBACK - SOLID JAWS
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FOUR JAW CHUCKS

5C PRECISION CHUCKS
THREE JAW AND FOUR JAW

PRINCIPAL SPECIFICATIONS
THREE JAW CHUCKS



For use on boring mills 
and vertical lathes
SUPPLIED WITH:
Cast steel body
T-Wrench
Jaw wrench
Mounting bolts
Independent Jaws:
3 Position Positive Lock Jaws

SPINDLE
D1

39" 2-394A211 39.370 A2-11 9.251 7.086 5.905 13.976 0.787 1.157 8-M20
39" 2-394A215 39.370 A2-15 13.000 11.023 5.905 13.976 0.827 1.405 8-M20
39" 2-394A220 39.370 A2-20 18.251 12.007 5.905 13.976 0.905 1.657 8-M24
49" 2-494A211 49.213 A2-11 9.251 7.086 5.905 13.976 0.787 1.157 8-M20
49" 2-494A215 49.213 A2-15 13.000 11.023 5.905 13.976 0.827 1.405 8-M20
49" 2-494A220 49.213 A2-20 18.251 12.007 5.905 13.976 0.905 1.657 8-M24
55" 2-554A215 55.118 A2-15 13.000 11.023 5.905 13.976 0.827 1.405 8-M20
55" 2-554A220 55.118 A2-20 18.251 12.007 5.905 13.976 0.905 1.657 8-M24
63" 2-634A215 69.992 A2-15 13.000 11.023 5.905 14.567 0.827 1.405 8-M20
63" 2-634A220 69.992 A2-20 18.251 12.007 6.890 14.567 0.905 1.657 8-M24
79" 2-794A215 78.740 A2-15 13.000 11.023 6.890 14.960 0.827 1.405 8-M20
79" 2-794A220 78.740 A2-20 18.251 12.007 6.890 14.960 0.905 1.657 8-M24

FOUR JAW INDEPENDENT PARALLEL TEE SLOT
 FLATBACK OR DIRECT MOUNT TYPE "A" 

PRINCIPAL SPECIFICATIONS
FLATBACK STYLE AVALIABLE IN ALL SIZES -  PART NUMBER EXAMPLE 2-394FB

SIZE MODEL D D2 D3 H1

20

Z-dH h d1



Size
Chuck

3 Jaw Zero Set Top Reversible Jaws HRT1603
4 Jaw Top Reversible or Solid Jaws HRT1604

3 Jaw Zero Set Top Reversible Jaws HRT2103
4 Jaw Top Reversible or Solid Jaws HRT2104

3 Jaw Zero Set Top Reversible Jaws HRT3103
4 Jaw Top Reversible or Solid Jaws HRT3104

3 Jaw Zero Set Top Reversible Jaws HRTA53
4 Jaw Top Reversible or Solid Jaws HRTA54

3 Jaw Zero Set Top Reversible Jaws HRTA63
4 Jaw Top Reversible or Solid Jaws HRTA64

Price includes chuck and adapter plate
Add "R" for top reversible jaws for 4 jaw chucks

Size
Chuck

5C
2 3/16-10"

Direct Mount
3"
4"
3"
4"

SUPPLIED WITH:
Jaws: Top reversible or solid jaws (specify)
Mounting bolts (chuck to adapter plate)
T - Wrench

HRT310

HRTA5

HRTA6

Model Description Mount

8"

6"

5" 3 Jaw Zero Set Top Reversible

.003"  Repeatability

3 Jaw Chuck

4 Jaw Chuck

 Solid Jaws

6"

HA5C 2,3,4,5,SB  Solid Jaws

5C

5C

Rotary Indexers

HA5C 2,3,4,5,SB

.0004"  Repeatability

HA5C 2,3,4,5,SB
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8"

12"

HRT210

Rotary Table Plates and Chucks
For Haas Products

Model Description Part #

HRT160



These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.

SUPPLIED WITH:
Top reversible jaws
T - Wrench
Mounting cam studs
T - Slots in 12" and larger

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

Size MODEL SPINDLE WEIGHT D D1 D2 D3 H H1 h h1 Z-d
6" S4064D3R D1-3 30 6.299 2.125 2.780 1.772 3.661 2.559 0.512 0.394 3-M10X1
8" S4084D4R D1-4 35 7.874 2.500 3.252 2.205 4.213 2.953 0.512 0.394 3-M10X1
8" S4084D6R D1-6 37 7.874 4.188 5.252 2.205 4.213 2.953 0.630 0.512 6-M16X1.5

10" S4104D6R D1-6 51 9.843 4.188 5.252 2.953 4.724 3.150 0.630 0.512 6-M16X1.0
10" S4104D8R D1-8 51 9.843 5.500 6.748 2.953 4.724 3.150 0.709 0.551 6-M20 x1.5
12" S4124D6R D1-6 100 12.598 4.188 5.252 3.740 5.276 3.543 0.630 0.512 6-M16X1.5
12" S4124D8R D1-8 100 12.598 5.500 6.748 3.740 5.276 3.543 0.709 0.551 6-M20X1.5
16" S4164D6R D1-5 139 15.748 3.250 4.126 3.110 5.630 3.740 0.591 0.472 6-M12X 1.0
16" S4164D8R D1-8 139 15.748 5.500 6.748 4.921 5.630 3.740 0.709 0.551 6-M20X1.5
16" S4164D11R D1-11 139 15.748 7.751 9.252 4.921 5.630 3.740 0.787 0.630 6-M22X1.5
20" S4204D8R D1-8 227 19.685 5.500 6.748 5.354 6.339 4.173 0.709 0.551 6-M20X1.5
20" S4204D11R D1-11 227 19.685 7.751 9.252 6.300 6.339 4.173 0.787 0.630 6-M22X1.5
25" S4254D8R D1-8 358 24.803 5.500 6.784 4.921 7.087 4.646 0.787 0.630 6-M20X1.5
25" S4254D11R D1-11 358 24.803 7.751 9.252 7.087 7.087 4.646 0.787 0.630 6-M22X1.5
25" S4254D15R D1-15 358 24.803 11.251 13.000 7.087 7.087 4.646 0.827 0.669 6-M24X1.5

These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.

SUPPLIED WITH:
Top reversible jaws
T - Wrench
Mounting Screws
T - Slots in 12" and larger

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

Size MODEL SPINDLE WEIGHT D D1 D2 D3 H H1 h h1 h2 d1 Z-d
8" S4084A5R A2-5 35 7.874 2.500 3.252 2.205 4.212 2.953 0.512 0.394 0.256 0.579 4-M10

10" S4104A6R A2-6 51 9.843 4.188 5.252 2.953 4.724 3.150 0.630 0.512 0.256 0.768 4-M12
12" S4124A6R A2-6 100 12.598 4.188 5.252 3.740 5.276 3.543 0.630 0.512 0.256 0.768 4-M12
12" S4124A8R A2-8 100 12.598 5.500 6.748 3.740 5.276 3.543 0.709 0.551 0.315 0.953 4-M16
16" S4164A6R A2-6 139 15.748 4.188 5.252 3.740 5.630 3.740 0.630 0.512 0.256 0.768 4-M12
16" S4164A8R A2-8 139 15.748 5.500 6.748 4.921 5.630 3.740 0.709 0.551 0.315 0.953 4-M16
18" S4184A11R A2-11 211 17.717 7.751 9.252 5.512 5.987 3.937 0.787 0.630 0.394 1.157 4-M20
20" S4204A8R A2-8 265 19.685 5.500 6.748 5.354 6.339 4.173 0.709 0.551 0.315 0.953 4-M16
20" S4204A11R A2-11 265 19.685 7.751 9.252 6.299 7.598 4.173 0.787 0.630 0.394 1.157 4-M20
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FORGED STEEL

PRINCIPAL SPECIFICATIONS

PRINCIPAL SPECIFICATIONS

FOUR JAW INDEPENDENT CHUCKS - DIRECT MOUNT TYPE "D"  
TOP REVERSIBLE JAWS

FORGED STEEL

 TOP REVERSIBLE JAWS
FOUR JAW INDEPENDENT CHUCKS DIRECT MOUNT TYPE "A"



These chucks have jaws that are operated individually
to allow solid gripping of oddly shaped work pieces.

SUPPLIED WITH:
Top reversible jaws
T - Wrench
Mounting cam studs
T - Slots in 12" and larger

Steel body chuck applications:
Higher RPM
Longer life
Tough enviorments

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
6" S4064R 22 6.299 2.559 3.740 1.772 3.661 2.559 0.197 4-M10
8" S4084R 35 7.874 3.150 4.409 2.205 4.123 2.953 0.236 4-M10

10" S4104R 51 9.843 4.331 5.118 2.953 4.724 3.150 0.236 4-M12
12" S4124R 100 12.598 5.512 6.496 3.740 5.276 3.543 0.236 4-M16
16" S4164R 139 15.748 6.299 7.283 4.921 5.631 3.740 0.315 4-M16
18" S4184R 220 17.717 7.087 8.071 5.512 5.787 3.937 0.315 4-M16
20" S4204R 265 19.685 7.874 9.291 6.300 7.598 4.173 0.315 4-M20
25" S4254R 384 24.803 8.661 10.157 7.087 8.011 4.646 0.394 4-M20
32" S4324R 570 31.496 9.843 11.811 8.268 7.953 5.197 0.472 8-M20
40" S4404R 930 39.370 12.598 14.567 10.236 9.055 5.906 0.591 8-M20

Milling applications  where
low profile chucks are required.

SUPPLIED WITH:
Chuck
Solid jaw
T-Wrench

SIZE MODEL A B C D D1 E F H H1 H2 h
8" FJS-8 7.874 10.472 9.291 7.087 2.559 7.874 5.512 3.504 2.165 0.906 0.196
10" FJS-10 9.84 12.440 11.26 9.05 3.150 9.843 5.512 3.78 2.441 0.906 0.196
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FOUR JAW SQUARE CHUCKS

PRINCIPAL SPECIFICATIONS

PRINCIPAL SPECIFICATIONS

FOUR JAW INDEPENDENT CHUCKS - FLATBACK
TOP REVERSIBLE JAWS

FORGED STEEL

"R" DESIGNATES TOP REVERSIBLE JAWS



American standard two-piece tongue & groove Jaws.
Scroll and jaws hardened and ground. 

SUPPLIED WITH:
Master jaws and top jaws 
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

Size MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H1 h h1 h2 d1 Z-d
10" S6103A6R A1-6 74 9.843 4.188 3.252 2.165 6.496 3.661 0.625 0.512 0.256 0.768 6-M12
12" S6123A6R A1-6 142 12.795 4.188 3.252 2.165 6.496 4.173 0.625 0.512 0.256 0.768 6-M12
12" S6123A8R A1-8 142 12.795 5.500 4.374 3.071 8.268 4.173 0.687 0.551 0.315 0.953 6-M16
20" S6203A15R A1-15 320 19.685 11.251 9.748 7.874 14.961 5.315 0.813 0.669 0.394 1.406 6-M24
25" S6253A20R A1-20 320 24.803 16.251 14.500 12.500 20.500 5.591 0.829 0.748 0.394 1.657 6-M24

Size MODEL SPINDLE WEIGHT D D1 D3 D4 D5 H1 h h1 h2 d1 Z-d
8"₁ S6083A25R A2-5 47 7.874 3.250 2.559 5.236 4.126 3.733 0.563 0.472 0.256 0.642 6-M10
8"₁ S6083A26R A2-6 47 7.874 4.188 2.559 6.496 5.252 4.180 0.625 0.512 0.256 0.768 6-M12

15"₁ S6153A28R A2-8 142 14.96 5.500 5.315 8.268 6.748 4.875 0.687 0.630 0.315 0.953 6-M16
15"₁ S6153A211R A2-11 142 14.96 7.751 5.315 11.024 9.252 4.875 0.750 0.630 0.394 1.157 6-M20
20" S6203A28R A2-8 320 19.685 5.500 5.354 8.268 6.748 5.315 0.787 0.630 0.394 0.953 6-M16
20" S6203A211R A2-11 320 19.685 7.751 7.480 11.024 9.252 5.315 0.787 0.630 0.394 1.157 6-M20
25" 6253A211R A2-11 530 24.803 7.751 7.500 11.024 9.252 5.591 0.087 0.630 0.394 1.157 6-M20
25" 6253A215R A2-15 530 24.803 11.251 10.236 14.961 13.000 5.591 0.827 0.669 0.394 1.406 6-M24

₁ Requires mounting plate (included)

For use with rotary tables and applications where back mounting chucks cannot be used.
For use on 3 or 6 slot rotary tables, or on base plate for 4 and 8 slot rotary tables.

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL WGT D D1 D2 D3 H H1 H2 h Z-d
6" SF3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" SF3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10

10" SF3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" SF3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" SF3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
20" SF3203R 259 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" SF3253R 473 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" SF3323R 564 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20

PRINCIPAL SPECIFICATIONS
STYLE A1 (USE INNER TAPPED HOLES)

STYLE A2 (USE OUTER TAPPED HOLES)

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS 
TYPE "A" MOUNT -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS
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FORGED STEEL

PRINCIPAL SPECIFICATIONS

Although an A1 type spindle nose has both inner and outer tapped holes, 
These chucks utilize the inner holes, and will NOT fit on an A2 type spindle.

These chucks use the outer tapped holes, and will fit on either A1 or A2 type spindles.

FRONT MOUNT THREE JAW SCROLL CHUCKS
TOP REVERSIBLE JAWS



American standard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting cam studs

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H H1 H2 h h1 Z-d
6" S6063D4 D1-4 32 6.299 2.500 3.252 1.575 4.606 4.488 2.756 2.756 0.512 0.394 3-M10X1
8" S6083D4 D1-4 47 7.874 2.500 3.252 1.969 4.606 5.236 3.386 3.307 0.512 0.394 3-M10X1
8" S6083D6 D1-6 47 7.874 4.188 5.252 1.969 7.126 5.236 3.386 3.307 0.630 0.512 6-M16X1.5

10" S6103D6 D1-6 74 9.843 4.188 5.252 2.756 7.126 5.984 3.858 4.055 0.630 0.512 6-M16X1.5
10" S6103D8 D1-8 74 9.843 5.500 6.748 3.150 8.858 5.984 3.858 4.055 0.709 0.551 6-M20X1.5
12" S6123D6 D1-6 142 12.795 4.188 5.252 3.937 7.126 6.654 4.173 4.173 0.630 0.512 6-M16X1.5
12" S6123D8 D1-8 142 12.795 5.500 6.748 3.937 8.858 6.654 4.173 4.173 0.709 0.551 6-M20X1.5
15" S6153D8 D1-8 155 14.961 5.500 6.748 5.118 8.858 7.540 4.646 5.020 0.709 0.551 6-M20X1.5
15" S6153D11 D1-11 155 14.961 7.751 9.252 5.315 11.732 7.540 4.646 5.020 0.787 0.630 6-M22X1.5
20" S6203D8 D1-8 320 19.685 5.500 6.748 5.120 8.858 8.740 5.315 5.748 0.709 0.551 6-M20X1.5
20" S6203D11 D1-11 320 19.685 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5
25" S6253D8 D1-8 530 24.803 5.500 13.000 5.120 15.866 8.740 5.315 5.748 0.827 0.669 6-M24X1.5
25" S6253D11 D1-11 530 24.803 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5

American standard two-piece tongue and groove Jaws.
Scroll and jaws hardened and ground. Top reversible jaws.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL WEIGHT D D1 D2 D3 H H1 H2 h Z-d
5" S3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" S3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" S3083R 39 7.874 2.000 7.087 2.559 4.803 2.953 3.150 0.197 3-M10
10" S3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" S3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" S153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
20" S3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" S3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" S3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" S3403R 930 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

25

PRINCIPAL SPECIFICATIONS

THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
TOP REVERSIBLE JAWS

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS - DIRECT MOUNT TYPE "D"
TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

FORGED STEEL 



Hole Dia.
D3

25" 253A120R 12.520 24.803 16.251 14.500 6.850 0.875 0.748 0.394 1.657 6-M24 x 155
25" 253A211R 7.520 24.803 7.751 9.252 6.063 0.787 0.630 0.394 1.160 6-M20 x 180
25" 253A215R 10.500 24.803 11.251 13.000 6.850 0.827 0.669 0.394 1.406 6-M24 x 180
32" 323A211R 7.520 31.496 7.751 9.252 5.866 0.787 0.630 0.394 1.160 6-M20 x 150
32" 323A215R 10.500 31.496 11.251 13.000 5.866 0.669 0.669 0.394 1.406 6-M24 x 150
32" 323A220R 14.600 31.496 16.251 18.252 7.165 0.906 0.748 0.394 1.657 6-M24 x 200
40" 403A211R 7.520 39.370 7.751 9.252 8.583 0.784 0.630 0.394 1.160 6-M20
 40" 403A215R 10.500 39.370 11.251 13.000 8.583 0.827 0.669 0.394 1.406 6-M22
40" 403A220R 14.600 39.370 16.251 18.252 8.583 0.906 0.748 0.394 1.657 6-M24
40" 403A228R 20.600 39.370 23.001 25.496 8.858 1.024 0.866 0.394 2.031 6-M30

Torque Max Torque Max
(Nm) RPM (Nm) RPM

25" 1-253A120R 400 950 618 25" 400 600 530
25" 1-253A211R 400 950 740 25" 400 600 629
25" 1-253A215R 400 950 669 25" 400 600 568
32" 1-323A211R 400 850 1060 32" 400 500 900
32" 1-323A215R 400 850 984 32" 400 500 836
32" 1-323A220R 400 850 1022 32" 400 500 860
40" 1-403A211R 400 600 2411 40" 400 400 2050
40" 1-403A215R 400 600 2305 40" 400 400 1950
40" 1-403A220R 400 600 2124 40" 400 400 1805
40" 1-403A228R 400 600 1883 40" 400 400 1601

Heavy Duty Medium Duty

2-403A228R

2-323A215R
2-323A220R
2-403A211R
2-403A215R
2-403A220R

Three Jaw Forged Steel  (1-) Three Jaw Semi Steel  (2-)

Mounting Bolts
Chuck Wrench

2-253A120R
2-253A211R
2-253A215R
2-323A211R

PRINCIPAL SPECIFICATIONS

Size MODEL/MTG. D

Oil Country Chucks
 Heavy Duty  or  Medium Duty 

LARGE BORE CHUCKS THREE JAW

 Extra Large Thru Hole

Forged Steel Body or Semi Steel Body
Two Piece Top Reversible Jaws

Scroll and Master Jaws Ground and Hardened

D1 H1 h2 d1 z-dh h1D2/D5
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WeightSize MODEL/MTG. Size MODEL/MTG.Weight



Hole Dia.
D3

25" 254A211R 7.520 24.803 7.751 9.252 4.646 0.787 8-M20 x 130
25" 254A215R 10.500 24.803 11.251 13.000 5.040 0.827 8-M24 x140
25" 254A220R 12.5 / 14.6 24.803 16.251 18.252 5.040 0.906 8-M24 x140
32" 324A211R 7.520 31.496 7.751 9.252 5.197 0.787 8-M20 x 150
32" 324A215R 10.500 31.496 11.251 13.000 5.197 0.827 8-M24 x 150
32" 324A220R 14.600 31.496 16.251 18.252 5.197 0.906 8-M24 x 150
40" 404A211R 7.520 39.370 7.751 9.252 5.906 0.787 8-M20 x 160
40" 404A215R 10.500 39.370 11.251 13.000 5.906 0.827 8-M24 x160
40" 404A220R 14.600 39.370 16.251 18.252 5.906 0.906 8-M24 x 160

Torque Max Torque Max
(Nm) RPM (Nm) RPM

25" 1-254A211R 400 800 676 25" 2-254A211R 400 600 351
25" 1-254A215R 400 800 622 25" 2-254A215R 400 600 320
25" 1-254A220R 400 800 562 25" 2-254A220R 400 600 300
32" 1-324A211R 400 600 1175 32" 2-324A211R 400 500 566
32" 1-324A215R 400 600 1060 32" 2-324A215R 400 500 520
32" 1-324A220R 400 600 940 32" 2-324A220R 400 500 490
40" 1-404A211R 400 400 1940 40" 2-404A211R 400 350 920
40" 1-404A215R 400 400 1900 40" 2-404A215R 400 350 875
40" 1-404A220R 400 400 1810 40" 2-404A220R 400 350 850

Mounting Bolts
Chuck Wrench

Four Jaw Semi Steel (2-)
Heavy Duty Medium Duty

PRINCIPAL SPECIFICATIONS

Oil Country Chucks
LARGE BORE CHUCKS FOUR JAW

Extra Large Thru Hole

Forged Steel Body or Semi Steel Body

 Heavy Duty  or  Medium Duty 

Two Piece Top Reversible Jaws

Size MODEL/MTG. D D1 D2

Four Jaw Forged Steel (1-)
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Weight

H h z-d

Size MODEL/MTG. Weight Size MODEL/MTG.



Mounting Bolts
Chuck Wrench

Size MODEL/MTG. Weight Hole Dia. D D1 D2/D5 H1 h h1 h2 d1 z-d Max
D3 RPM

20" 203A211REHD 475 7.500 19.685 7.751 9.252 6.340 0.787 0.630 0.394 1.158 M20 1100
25" 253A120REHD 680 12.500 24.803 16.251 14.500 6.690 0.906 0.748 0.472 1.657 M24 850
25" 253A211REHD 735 7.500 24.803 7.751 9.252 6.610 0.787 0.630 0.394 1.158 M20 850
25" 253A215REHD 705 11.000 24.803 11.251 13.000 6.610 0.827 0.669 0.472 1.406 M22/24 850
32" 323A211REHD 1340 7.500 31.496 7.751 9.252 7.010 0.787 0.630 0.394 1.158 M20 600
32" 323A215REHD 1290 11.000 31.496 11.251 13.000 7.010 0.827 0.669 0.472 1.406 M22/24 600
32" 323A220REHD 1270 14.600 31.496 16.251 18.252 7.090 0.906 0.748 0.472 1.657 M24 600
40" 403A211REHD 1022 7.500 39.370 7.751 9.252 7.480 0.787 0.630 0.394 1.158 M20 500

 40" 403A215REHD 1995 11.000 39.370 11.251 13.000 7.480 0.827 0.669 0.472 1.406 M22/24 500
40" 403A220REHD 1975 14.600 39.370 16.251 18.252 7.480 0.906 0.748 0.472 1.657 M24 500
40" 403A228REHD 1910 18.500 39.370 23.001 25.496 7.480 1.024 0.866 0.472 2.032 M30 500
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Forged Steel Body

LARGE BORE CHUCKS THREE JAW
Oil Country Chucks

 Extra Heavy Duty
 Extra Large Thru Hole

Scroll and Master Jaws Ground and Hardened
Extra Heavy Duty Master Jaws and Top Jaws

Two Piece Top Reversible Jaws



Hole Dia.
D3

20" 204A211REHD 520 6.500 19.690 7.751 9.252 5.709 0.787 M20 950
20" 204A215REHD 490 8.500 19.690 13.000 9.252 5.709 0.827 M22 950
25" 254A211REHD 730 7.000 24.803 7.751 9.252 6.102 0.787 M20 800
25" 254A215REHD 710 11.000 24.803 11.251 13.000 6.102 0.827 M22/24 800
25" 254A220REHD 690 12.600 24.803 16.251 14.500 6.102 0.906 M24 800
28" 284A211REHD 940 7.500 27.950 7.751 9.525 6.102 0.787 M20 700
28" 284A215REHD 920 11.000 27.950 11.251 13.000 6.102 0.827 M22/24 700
28" 284A220REHD 905 12.600 27.950 16.251 18.252 6.102 0.906 M24 700
32" 324A211REHD 1280 7.500 31.500 7.751 9.252 6.496 0.787 M20 550
32" 324A215REHD 1265 11.000 31.500 11.251 13.000 6.496 0.827 M22/24 550
32" 324A220REHD 1255 12.600 31.500 16.251 18.252 6.496 0.906 M24 550
36" 364A211REHD 1985 7.500 36.020 7.751 9.252 6.496 0.787 M20 500
36" 364A215REHD 1960 11.000 36.020 11.251 13.000 6.496 0.827 M22/24 500
36" 364A220RHED 1930 12.600 36.020 16.251 18.252 6.496 0.906 M24 500
40" 404A211REHD 2460 7.500 39.370 7.751 9.252 6.496 0.787 M20 400
 40" 404A215REHD 2400 10.511 39.370 11.251 13.000 6.496 0.827 M22/24 400
40" 404A220REHD 2350 12.600 39.370 16.251 18.252 6.496 0.906 M24 400
40" 404A228REHD 2275 18.5/22 39.370 23.001 25.496 6.496 1.024 M30 400

D

Extra Heavy Duty 

h RPMz-d

Extra Heavy Master Jaws and Top Jaws 

Weight

Mounting Bolts
Chuck Wrench

Size MODEL/MTG.
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LARGE BORE CHUCKS FOUR JAW

Extra Large Thru Hole

Forged Steel Body
   Two Piece Top Reversible Jaws

D1 D2/D5 H

PRINCIPAL SPECIFICATIONS

Oil Country Chucks



SUPPLIED WITH:
Solid steel body
Direct mount
Threaded draw nut 
Blank draw nut
Chip cover
Chuck wrench 

SIZE 
MM Max Min Max Min B Max Min d1 z-d

B106A5 169 A5 169 82.563 104.8 45 M55x2 60 91 120 15 20 22.75 9.25 32.00 29.25 19.00 26.00 14.0 16.3 6-M10
B108A5 210 A5 210 82.563 104.8 52 M60x2 66 109 148 23 25 29.75 14.75 38.70 35.00 20.50 37.50 21.5 16.3 6-M10
B108A6 210 A6 210 106.375 133.4 52 M60x2 66 103 142 17 25 29.75 14.75 38.70 35.00 20.50 31.50 15.5 19.5 6-M12
B110A6 254 A6 254 106.375 133.4 77 M85x2 94 120 163 25 30 33.75 14.25 51.00 46.60 25.00 33.50 14.5 19.5 6-M12
B110A8 254 A8 254 139.719 171.4 77 M85x2 94 113 156 18 30 33.75 14.25 51.00 46.60 25.00 26.50 7.5 24.2 6-M16
B112A6 304 A6 304 106.375 133.4 91 M90x2 108 129 180 25 30 45.75 15.75 61.30 56.00 28.00 33.00 10.0 19.5 6-M12
B112A8 304 A8 304 139.719 171.4 91 M100x2 108 122 173 18 30 45.75 15.75 61.30 56.00 28.00 26.00 3.0 24.2 6-M16
B115A8 381 A8 381 139.719 171.4 100 M110x2 120 174 235 33 43 54.75 20.25 70.00 64.70 35.00 56.00 33.0 24.2 6-M16

Chuck Parameters (mm.) 
Axial Jaw Max. Grip Net 

Wedge Stroke Draw Force WT.
Stroke  t  (dia.) Pull KN KN Kg.

B106A5 169 45 12 5.5 22.00 57 6000 7
B108A5 210 52 16 7.4 34.80 86 5000 14
B108A6 210 52 16 7.4 34.80 86 5000 24
B110A6 254 75 19 8.8 43.00 111 4200 40
B110A8 254 75 19 8.8 43.00 114 4200 40
B112A6 304 91 23 10.6 55.00 144 3300 66
B112A8 304 91 23 10.6 55.00 144 3300 116
B115A8 381 100 23 10.6 98.00 249 2800 11650-381 60-381 P25250

34-304 50-304 P25205
34-304 50-304 P25205

31-254 45-254 P25180
31-254 45-254 P25180

13-210 36-210 P25155
13-210 36-210 P25155

Op
Cyl.

Range Range #
16-169 30-169 P25125

P Q R B1

Model SIZE Thru Max.
Clamp Jamming

D3 D4 D5 H1 H h
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Power Set Chucks
Hydraulic Power Chuck - Wedge Type - High Speed With Large Through Hole 

Forged Steel

Principal Specifications  (mm.) 
Model MTG D D1 D2



Air source required.
• Internal safety valves prevent loss of air pressure and gripping force.
• Serrations 1/16"x90° or 1/16"x1.5x60°
•  Available in 2, 3, 4 jaw chucks

Supplied with:
Chuck - Hardened 60 HRc Precision Ground
1 set soft jaws
Pair of hoses
Grease
Mounting Bolts & T-Nuts

Accessories:
Mounting plate  (required)
Soft top jaws
Hard top jaws
Mech. Hand valve
Foot valve

Size (") MODEL Weight kg. A B C D E F H H1 K L M
5.31₁ P135-32 14 136 32 204 120 174 159.5 122 138 - 9 52
6.69₁ P170-39 23 170 39 252 155 222 205.5 128 138 244 9 52
8.46₁ P215-52 35 215 52 292 195 262 245.5 135 145 284 9 59
10.24₁ P260-92 51 260 92 335 235 305 286.5 153 169 - 11 66
12.40₂ P315-115 70 315 115 362 235 332 312.5 165 191 - 11 77₁

 Rear mount chuck    

₂

  Front mount chuck `

CHUCK PARAMETERS P135 P170 P215 P260 P315 Made By:
Stroke per jaw mm 3 4 4 5 5
Operating pressure min./max bar 3.5/10 3.5/10 3.5/10 3.5/10 3.5/10
Piston area cm² 164 278 400 509 581
Gripping force at 6 bar kn 26 47 70 83 91
Max. Speed at 6 bar rpm 4500 4500 3600 3500 2500

PRINCIPAL SPECIFICATIONS (mm)

Self Contained Pneumatic Chuck
For applications where there is no hydraulic cylinder for thru hole clamping.
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SPRING CHUCK FEATURES:
• Solid steel body and parts. 
• Ground and hardened body and parts.
• Same mounting as other popular front mount chucks.
• Removable spring columns for pressure adjustment.
• All mounting styles available.
• Other sizes on application.

• Chuck diameter: 33 1/2" (850mm). • Chuck diameter: 23.62" (600mm).
• Bore diameter: 14.75" (375mm). • Bore diameter: 10.83" (275mm). 
• Rapid jaw stroke per jaw .590" (15mm). • Rapid jaw stroke per jaw .665" (16.9mm).
• Clamp jaw stroke per jaw: .472" (12mm). • Clamp jaw stroke per jaw: .335" (8.5mm).
• Jaw serrations: 3/32" x 90°. • Jaw serrations: 3/32" x 90°.
• Min. operating pressure: 75 psi. • Min. operating pressure: 75 psi.
• Maximum RPM: 700 • Maximum RPM: 900
• Part Number: SC1-850 • Part Number: SC1-600
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 Jaws have 70% faster opening and closing speed than air chucks

33.5" (850mm) Diameter with 14.75" (375mm) Bore.

Pneumatic Spring Power Chucks
Heavy Duty - Large Thru Hole

Pneumatic Open  - Spring Clamp 

23.62" (600mm) Diameter with 10.83" (275mm) Bore.



"A"
DIA. 5" 6" 8" 10" 12" 15" 20" 25" 32"

D-3 2.130 RD-205 RD-203 RD-220
D-4 2.500 RD-221 RD-201 RD-204 RD-225
D-5 3.250 RD-202 RD-208 RD-210 RD-213
D-6 4.190 RD-209 RD-211 RD-214 RD-238
D-8 5.500 RD-207 RD-212 RD-215 RD-267 RD-242
D-11 7.750 RD-273 RD-266 RD-243
D-15 11.250 RD-244
A2-3 2.130 RA-205
A2-4 2.500 RA-221 RA-201
A2-5 3.250 RA202 RA-208 RA-260
A2-6 4.190 RA-209 RA-261 RA-262
A2-8 5.500 RA-263 RA242
A2-11 7.750 RA264 RA-272 RA-269 RA-273 RA-274
A2-15 11.250 RA275 RA-270 RA-271
1 1/2"-8 1.500 RT-903 RT-950
1 3/4"-8 1.750 RT-904 RT-951
2 1/4"-8 2.250 RT-955
2 3/8"-6 2.375 RT-958

there is enough clearance between the spindle and the sheet metal on American Standard type "A" machines to secure the chuck.

"A"
DIA. 5" 6" 8" 10" 12" 16" 20" 25" 32"

D-3 2.130 SD-203 SD-220
D-4 2.500 SD-201 SD-204
D-5 3.250 SD-202 SD-208 SD-210 SD-213
D-6 4.190 SD-209 SD-211 SD-214 SD-238
D-8 5.500 SD-212 SD-215 SD-267 SD-242
D-11 7.750 SD-273 SD-266 SD-243 SD-274
D-15 11.250 SD-244
A2-4 2.500 SA-201 SA-204
A2-5 3.250 SA-202 SA-208 SA-260
A2-6 4.190 SA-209 SA-261 SA-214 SA-238
A2-8 5.500 SA-215 SA-267 SA-242
A2-11 7.750 SA-272 SA-266 SA-243 SA-273 SA-274
A2-15 11.250 SA-244 SA-271 SA-275

Part
Number D D1 D2 D3 D4 H h h1
SF-8A4 8.250 2.500 3.252 -- 1.000 1.500 0.512 0.394
SF-8A5 8.250 3.2505 4.126 2.437 1.000 1.500 0.5625 0.472
SF-8A6 8.250 4.1880 5.252 3.252 1.500 2.000 0.6250 0.512

SF-10A5 10.000 3.2505 4.126 2.437 1.000 2.000 0.5630 0.472
SF-10A6 10.000 4.188 5.252 3.252 1.500 2.000 0.6250 0.512
SF-10A8 10.000 5.500 6.748 4.374 2.000 2.000 0.6875 0.551
SF-12A6 12.795 4.188 5.252 3.252 1.500 2.000 0.6250 0.512
SF-12A8 12.795 5.500 6.748 4.374 2.000 2.000 0.6375 0.551
SF-12A11 12.795 7.751 9.252 6.500 3.000 2.000 0.7500 0.630

FLATBACK MOUNTING PLATES

SPINDLE CHUCK DIAMETER
 MOUNTING PLATES FOR  2, 3, 4, 6 JAW SELF CENTERING SCROLL CHUCKS  

These mounting plates are fully finished for the machine spindle, but have been left oversized
where the hub mounts into the recess of the chuck. In order to achieve the best possible
repeatability, a skim cut is recommended, thus the reason for leaving the hub oversized.

SEMI-FINISHED MOUNTING PLATES
These mounting plates are partially finished, and can be machined to fit any chuck.

The spindle taper is finished and the mounting holes are spot drilled. The chuck side is blank.

SEMI FINISHED MOUNTING PLATES FOR TYPE "A" SPINDLES

NOSE

CHUCK DIAMETER

Please note that these scroll chucks are rear mounting, in that the mounting bolts are in the rear of the chuck. Please ensure that

CAMLOCK - TYPE "D" FOR 4 JAW INDEPENDENT CHUCKS 
SPINDLE

NOSE

SPINDLE Dimensions
NOSE
8"/A4
8"/A5
8"/A6
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10"/A5
10"/A6

Fully finished mounting plates available by request. Please call with your specific application.

10"/A8
12"/A6
12"/A8

12"/A11



SCROLL & SOFT TOP MASTER HARD TOP CHUCK CHUCK

PINION JAWS JAWS JAWS BODY WRENCH
5" 3053 305-1 305-0 305-6 305-7 305-8 305-3
6" 3063 / 6063 306-1 306-0 306-6 306-7 306-8 306-3
8" 3083 / 6083 308-1 308-0 308-6 308-7 308-8 308-3

10" 3103 / 6103 310-1 310-0 310-6 310-7 310-8 310-3
12" 3123 / 6123 312-1 312-0 312-6 312-7 312-8 312-3
16" 3153 / 6153 315-1 315-0 315-6 315-7 315-8 315-3
20" 3203 / 6203 320-1 320-0 320-6 320-7 320-8 320-3
25" 3253 / 6253 325-1 325-0 325-6 325-7 325-8 325-3

Chuck size L L1 B H a b e t1 z - d
6" 2.519 1.142 0.787 1.299 0.499 0.312 1.496 0.118 2-10M
8" 3.150 1.374 0.866 1.378 0.499 0.312 1.748 0.118 2-10M

10" 3.858 1.563 1.063 1.496 0.749 .0500 2.126 0.118 2-M12
12" 4.488 1.870 1.417 1.811 0.749 0.500 3.000 0.118 3-M16
15" 4.488 1.870 1.417 1.811 0.749 0.500 3.000 0.118 3-M16
20" 5.984 1.866 1.771 2.165 0.749 0.500 3.000 0.118 4-M20
25" 7.680 - 1.968 2.244 0.749 0.500 3.000 0.118 5-M20

8"

25"

10"
12"
15"
20"

4.331~15.748
5.906~19.685
6.693~24.803

Size

3"
4"
5"
6"

0.866~2.480
1.181~3.150
1.575~4.724
2.165~5.709
2.559~7.874
3.543~9.843

REPLACEMENT PARTS FOR 2  AND 3 JAW CHUCKS
THREE JAW FLATBACK AND DIRECT MOUNT CHUCKS

CLAMPING RANGES FOR THREE JAW CHUCKS

JAW SPECS FOR THREE JAW FLATBACK AND DIRECT MOUNT 

SIZE MODEL

DIRECT MOUNT AND FLATBACK
External

Clamping Range
C-C1

Jaw
Jamming Range

B-B1
0.079~0.866
0.079~1.181
0.118~1.575
0.118~2.165

Internal
Clamping Range

A - A1
0.984~2.756
1.181~3.543

3.740~13.780

6.693~24.803

1.575~5.118
1.969~6.299
2.559~7.874
3.150~9.843
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0.984~11.024
1.575~13.780

3.740~15.748
5.906~19.685

0.157~3.346
0.236~4.331
0.453~6.496
0.453~8.268

4.331~13.386



SOLID JAW HARD TOP SOFT TOP MASTER CHUCK OPERATING
REVERSIBLE JAWS JAWS JAWS BODY SCREW

3" 4034 403-5 N/A N/A N/A 403-8 403-2
4" 4044 404-5 N/A N/A N/A 404-8 404-2
5" 4054 405-5 N/A N/A N/A 405-8 405-2
6" 4064 406-5 406-7 406-0 406-6 406-8 406-2
8" 4084 408-5 408-7 408-0 408-6 408-8 408-2

10" 4104 410-5 410-7 410-0 410-6 410-8 410-2
12" 4124 412-5 412-7 412-0 412-6 412-8 412-2
16" 4164 416-5 416-7 416-0 416-6 416-8 416-2
20" 4204 420-5 420-7 420-0 420-6 420-8 420-2
25" 4254 425-5 425-7 425-0 425-6 425-8 425-2
32" 4324 432-5 432-7 432-0 432-6 432-8 432-2
40" 4404 440-5 440-7 440-0 440-6 440-8 440-2

SOLID JAW CHUCK SCROLL & OPERATING

REVERSIBLE BODY PINION SCREW
6" F064 F06-5 F06-8 F06-1 F06-2
8" F084 F08-5 F08-8 F08-1 F08-2

10" F104 F10-5 F10-8 F10-1 F10-2
12" F124 F12-5 F12-8 F12-1 F12-2

SOLID JAW SOLID JAW HARD TOP MASTER CHUCK SCROLL &
INTERNAL EXTERNAL JAWS JAWS BODY PINION

5" 7054 705-5 705-9 N/A N/A 705-8 705-1
6" 7064 706-5 706-9 706-7 706-6 706-8 706-1
8" 7084 708-5 708-9 708-7 708-6 708-8 708-1

10" 7104 710-5 710-9 710-7 710-6 710-8 710-1
12" 7124 712-5 712-9 712-7 712-6 712-8 712-1
15" 7154 715-5 715-9 715-7 715-6 715-8 715-1
20" 7204 720-5 720-9 720-7 720-6 720-8 720-1
25" 7254 725-5 724-9 724-7 724-6 725-8 725-1

Size

3"
4"
5"
6"
8"
10"
12"
14"
16"
20"
25"
32"
40"

Size

6"
8"
10"
12"

REPLACEMENT PARTS FOR 4-JAW CHUCKS
INDEPENDENT CHUCKS

CLAMPING RANGES FOR 4-JAW CHUCKS

Internal

COMBINATION CHUCKS

SCROLL CHUCKS

External

MODEL

SIZE

0.315~3.150

MODEL

MODEL

SIZE

SIZE

0.276~2.244

Clamping Range
B-B1

1.378~3.150
1.575~3.937

3.150~9.843

7.874~31.496

0.394~3.937

1.890~4.921

2.480~7.874

External

3.937~12.795

A - A1

1.378~11.811

0.591~5.118

9.843~39.370

Internal
Clamping Range

COMBINATION CHUCKS

1.969~6.299
2.480~7.874

Clamping Range
B-B1

1.969~15.748
2.756~21.260
3.937~26.772

6.299~24.803

A - A1

0.784~6.693

0.315~3.150

0.984~9.843

3.150~9.843
3.937~12.598

4.921~19.685

0.197~1.378
0.236~1.772
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1.969~6.300

INDEPENDENT CHUCKS

3.937~13.780
4.646~15.748

0.394~3.937
0.590~5.118
0.787~6.929
0.787~8.110

Clamping Range
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