
Caution: Jaws can not be operated separately
These chucks have jaws that are operated on a scroll.
Not to be confused with four jaw independent chucks.

SUPPLIED WITH:
2 sets of hard jaws
(1 internal and 1 external) or
top reversible jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
5" 7054 18 5.118 3.937 4.528 1.181 3.386 2.362 0.138 3-M8
6" 7064 22 6.299 5.118 5.590 1.575 3.740 2.559 0.197 3-M8
6" 7064R 22 6.299 5.118 5.590 1.575 4.291 2.559 0.197 3-M8
8" 7084 34 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10
8" 7084R 34 7.874 6.496 7.087 2.559 4.803 2.953 0.197 3-M10
10" 7104 58 9.843 8.110 8.898 3.150 4.724 3.150 0.197 3-M12
10" 7104R 51 9.843 8.110 8.898 3.150 5.354 3.150 0.197 3-M12
12" 7124R 104 12.795 10.709 11.654 3.937 6.673 3.780 0.472 3-M16
15" 7154R 140 14.961 12.795 13.780 5.315 6.752 3.858 0.236 3-M16
20" 7204R 265 19.685 17.323 18.307 8.268 7.953 4.528 0.236 6-M16
25" 7254R 467 24.803 22.047 23.425 10.630 8.582 5.256 0.276 6-M16

FOUR JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
SOLID JAWS OR TOP REVERSIBLE JAWS

"R" Designates top reversible jaws.

PRINCIPAL SPECIFICATIONS
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American standard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting cam studs

SIZE MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H H1 H2 h h1 Z-d
6" 6063D3 D1-3 32 6.299 2.125 2.780 1.575 3.622 4.606 2.992 2.874 0.591 0.394 6-M12X1
6" 6063D4 D1-4 32 6.299 2.500 3.252 1.575 4.606 4.488 2.756 2.756 0.512 0.394 3-M10X1
6" 6063D5 D1-5 32 6.299 3.250 4.126 1.575 5.748 4.606 2.874 2.874 0.591 0.472 6-M12X1
8" 6083D4 D1-4 47 7.874 2.500 3.252 1.969 4.606 5.236 3.386 3.307 0.512 0.394 3-M10X1
8" 6083D5 D1-5 47 7.874 3.250 4.126 1.969 5.748 5.236 3.386 3.307 0.591 0.472 6-M12X1
8" 6083D6 D1-6 47 7.874 4.188 5.252 1.969 7.126 5.236 3.386 3.307 0.630 0.512 6-M16X1.5
10" 6103D5 D1-5 74 9.843 3.250 4.126 2.756 5.748 3.866 3.740 3.740 0.591 0.472 6-M12X1
10" 6103D6 D1-6 74 9.843 4.188 5.252 2.756 7.126 5.984 3.858 4.055 0.630 0.512 6-M16X1.5
10" 6103D8 D1-8 74 9.843 5.500 6.748 3.150 8.858 5.984 3.858 4.055 0.709 0.551 6-M20X1.5
12" 6123D6 D1-6 142 12.795 4.188 5.252 4.160 7.126 6.654 4.173 4.173 0.630 0.512 6-M16X1.5
12" 6123D8 D1-8 142 12.795 5.500 6.748 4.160 8.858 6.654 4.173 4.173 0.709 0.551 6-M20X1.5
12" 6123D11 D1-11 142 12.795 7.751 9.252 4.160 11.732 6.654 4.173 4.173 0.787 0.630 6-M22X1.5
15" 6153D8 D1-8 155 14.961 5.500 6.748 5.118 8.858 7.540 4.646 5.020 0.709 0.551 6-M20X1.5
15" 6153D11 D1-11 155 14.961 7.751 9.252 5.315 11.732 7.540 4.646 5.020 0.787 0.630 6-M22X1.5
20" 6203D8 D1-8 320 19.685 5.500 6.748 5.120 8.858 8.740 5.315 5.748 0.709 0.551 6-M20X1.5
20" 6203D11 D1-11 320 19.685 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5
25" 6253D8 D1-8 530 24.803 5.500 6.748 5.120 8.858 9.331 5.906 6.539 0.709 0.551 6-M20X1.5
25" 6253D11 D1-11 530 24.803 7.751 9.252 7.480 11.732 9.331 5.906 6.539 0.787 0.630 6-M22X1.5

Compatible with other fine adjustable chucks
American Std. Top Tooling
Three pinion style
Scroll hardened ground and balanced

SUPPLIED WITH:
Chuck
Master Jaws and Top Jaws
T-Wrench
Mounting Screws
Back plates available in all sizes

SIZE MODEL WEIGHT D1 D2 D3 H H1 h Z-d
6" S6063ST 32 3.386 5.512 1.654 2.795 4.504 0.709 3-M10
8" S6083ST 47 4.331 6.929 2.165 3.169 4.941 0.787 3-M10
10" S6103ST 74 5.701 8.819 2.992 3.720 5.807 0.787 3-M12
12" S61123ST 142 7.087 11.260 4.055 3.720 5.961 0.787 3-M16
16" S6163ST 155 11.781 6.732 5.354 4.134 6.831 0.866 6-5/8-11

PRINCIPAL SPECIFICATIONS

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS - DIRECT MOUNT TYPE "D"
TOP REVERSIBLE JAWS

THREE JAW SELF CENTERING SCROLL CHUCKS - ADJUSTABLE STYLE
TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS
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American standard two-piece tongue & groove Jaws.
Scroll and jaws hardened and ground. 
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws.
T-Wrench
Mounting screws

Size MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H1 h h1 h2 d1 Z-d
8" 6083A15 A1-5 47 7.874 3.250 2.437 1.575 5.236 3.307 0.563 0.472 0.256 0.642 3-M10
10" 6103A16 A1-6 74 9.843 4.188 3.252 2.165 6.496 3.661 0.625 0.512 0.256 0.768 6-M12
12" 6123A16 A1-6 142 12.795 4.188 3.252 2.165 6.496 4.173 0.625 0.512 0.256 0.768 6-M12
12" 6123A18 A1-8 142 12.795 5.500 4.374 3.071 8.268 4.173 0.687 0.551 0.315 0.953 6-M16
20" 6203A15 A1-15 320 19.685 11.251 9.748 7.874 14.961 5.315 0.813 0.669 0.394 1.406 6-M24
25" 6253A120 A1-20 530 24.803 16.251 14.500 12.500 20.500 5.591 0.829 0.748 0.394 1.657 6-M24

Size MODEL SPINDLE WEIGHT D D1 D3 D4 D5 H1 h h1 h2 d1 Z-d
6"₁ 6063A24 A2-4 32 6.299 2.500 1.575 5.236 3.252 2.756 0.512 0.394 0.256 0.579 3-M10
8" 6083A24 A2-4 47 7.874 2.500 2.362 4.252 3.252 3.386 / 0.394 0.256 0.579 3-M10
8"₁ 6083A25 A2-5 47 7.874 3.250 2.559 5.236 4.126 3.733 0.563 0.472 0.256 0.642 6-M10
8"₁ 6083A26 A2-6 47 7.874 4.188 2.559 6.496 5.252 4.180 0.625 0.512 0.256 0.768 6-M12
10"₁ 6103A26 A2-6 74 9.843 4.188 3.150 6.496 5.252 3.661 0.625 0.512 0.256 0.768 6-M12
15"₁ 6153A28 A2-8 142 14.96 5.500 5.315 8.268 6.748 4.875 0.687 0.630 0.315 0.953 6-M16
15"₁ 6153A211 A2-11 142 14.96 7.751 5.315 11.024 9.252 4.875 0.750 0.630 0.394 1.157 6-M20
20" 6203A28 A2-8 320 19.685 5.500 5.354 8.268 6.748 5.315 0.787 0.630 0.394 0.953 6-M16
20" 6203A211 A2-11 320 19.685 7.751 7.480 11.024 9.252 5.315 0.787 0.630 0.394 1.157 6-M20
25" 6253A211 A2-11 530 24.803 7.751 7.500 11.024 9.252 5.591 0.087 0.630 0.394 1.157 6-M20
25" 6253A215 A2-15 530 24.803 11.251 10.236 14.961 13.000 5.591 0.827 0.669 0.394 1.406 6-M24

₁ Requires mounting plate (included)

PRINCIPAL SPECIFICATIONS
STYLE A1 (USE INNER TAPPED HOLES)

STYLE A2 (USE OUTER TAPPED HOLES)

THREE JAW SELF CENTERING SCROLL CHUCKS 
TYPE "A" MOUNT -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SEE PAGE 23 FOR REPLACEMENT PARTS

Although an A1 type spindle nose has both inner and outer tapped holes, 
These chucks utilize the inner holes, and will NOT fit on an A2 type spindle.

These chucks use the outer tapped holes, and will fit on either A1 or A2 type spindles.
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For use with rotary tables and applications where back mounting chucks cannot be used.
For use on 3 or 6 slot rotary tables, or on base plate for 4 and 8 slot rotary tables.
Semi steel body

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

SIZE MODEL WGT D D1 D2 D3 H H1 H2 h Z-d
5" F3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" F3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" F3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10

10" F3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" F3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" F3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
16" F3163R 140 15.748 13.386 14.488 5.433 6.772 3.858 4.252 0.236 3-M16
20" F3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" F3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" F3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" F3403R 1700 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

For use in heavy duty applications
when extra strength is required.

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

SIZE MODEL WGT D D1 D2 D3 H H1 h Z-d
6" DK-3063R 20 6.299 4.921 5.512 1.654 4.173 2.992 0.197 6-M10
8" DK-3083 33 7.874 6.496 7.087 2.559 5.236 3.386 0.197 6-M10

10" DK-3103R 54 9.843 8.110 8.898 3.150 5.276 3.701 0.197 6-M12
12.5" DK-3123 96 12.402 10.236 11.220 3.937 6.712 4.173 0.236 6-M16

PRINCIPAL SPECIFICATIONS

FRONT MOUNT THREE JAW SCROLL CHUCKS

FRONT MOUNT OR REAR MOUNT THREE JAW SCROLL CHUCKS

Must specify front mount or rear mount. 

TOP REVERSIBLE JAWS

DOUBLE KEYWAY -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS
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American standard two-piece tongue and groove Jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 H2 h Z-d
5" 3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" 3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" 3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10
10" 3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" 3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" 3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
16" 3163R 140 15.748 13.386 14.488 5.433 6.772 3.858 4.252 0.236 3-M16
20" 3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" 3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" 3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" 3403R 1700 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

Scroll and jaws hardened and ground.
Semi-steel body.

SUPPLIED WITH:
2 Sets of solid hard jaws
(1 internal and 1 external)
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
3" 5033 5 3.150 2.165 2.598 0.630 2.598 1.969 0.138 3-M6
4" 5043 8 3.937 2.835 3.307 0.866 2.933 2.165 0.138 3-M8
5" 5053 14 5.118 3.937 4.528 1.181 3.386 2.362 0.138 3-M8
6" 5063 21 6.299 5.118 5.591 1.575 3.740 2.559 0.197 3-M8
8" 5083 36 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10
10" 5103 56 9.843 8.110 8.898 3.150 4.724 3.150 0.197 3-M12
12" 5123 109 12.795 10.709 11.654 3.937 6.673 3.780 0.473 3-M16

THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
TOP REVERSIBLE JAWS

THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
SOLID JAWS

PRINCIPAL SPECIFICATONS

PRINCIPAL SPECIFICATIONS
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These chucks provide a standard gripping accuracy of 0.0015".
They meet the required International Standards of grade 1
(Precision grade) chucks.  Fits many imported rotary tables.

Scroll and jaws hardened and ground.
Semi-steel body.

SUPPLIED WITH:
2 sets of solid hard jaws (1 internal and 1 external)
OR
1 set of hard reversible top jaws
T-Wrench
Mounting screws

SIZE MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
5" 9053 14 5.197 3.937 4.528 1.260 3.150 2.362 0.197 3-M8

6 1/2" 9063 23 6.575 5.118 5.787 1.772 3.622 2.618 0.177 3-M10
7 1/2" 9083 34 7.559 6.102 6.772 2.283 4.113 2.992 0.197 3-M10

9" 9103 53 9.173 7.480 8.268 2.756 4.587 3.189 0.256 3-M12

These chucks are operated manually or with a lever. They have
a high concentricity as well as a wide clamping range.
Semi-steel body.  

SUPPLIED WITH:
One set of reversible solid hard jaws
Mounting screws (Flatback Style only)
Lever

SIZE MODEL WEIGHT D D1 D2 D3 D4 D5 H H1 h Z-d M
2.5" 0023 2.5 0.555 0.866 1.102 0.551 1.417 2.677 1.339 0.984 0.236 3-M4 M14X1
3" 0033 3.5 0.634 0.984 1.378 0.630 1.772 3.307 1.654 1.181 0.236 3-M5 M16X1
4" 0043 4.5 0.949 1.260 1.654 0.866 2.047 4.094 2.047 1.437 0.236 3-M6 M24X1.5

THREE JAW SELF CENTERING HIGH PRECISION SCROLL CHUCKS
FLATBACK - SOLID OR TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

FOR THREADED MOUNT ADD LETTER "T"

THREE JAW MANUALLY OPERATED SCROLL CHUCKS
THREADED MOUNT OR FLATBACK - SOLID JAWS

PRINCIPAL SPECIFICATIONS
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Americanstandard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.
Semi-steel body.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting screws

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
6" 2062R 22 6.299 5.118 5.591 1.575 4.291 2.559 0.197 3-M8
8" 2082R 35 7.874 6.496 7.087 2.559 4.803 2.953 0.197 3-M10
10" 2102R 51 9.843 8.110 8.898 3.150 5.276 3.150 0.197 3-M12
12" 2122R 99 12.795 10.709 11.654 3.937 6.102 3.780 0.472 3-M16
15" 2152R 155 14.961 12.795 13.780 5.315 6.181 3.858 0.236 3-M16

These chucks are suitable for clamping
and machining thin walled workpieces.

SUPPLIED WITH:
One set of internal solid jaws
T-Wrench
Mounting screws

Size MODEL WEIGHT D D1 D2 D3 H H1 h Z-d
4" 8046 8 3.937 2.835 3.307 1.024 2.874 2.106 0.138 3-M8
6" 8066 21 6.496 5.118 5.709 1.654 3.799 2.618 0.177 3-M8
8" 8086 36 7.874 6.496 7.087 2.559 4.291 2.953 0.197 3-M10

PRINCIPAL SPECIFICATIONS

TWO JAW SELF CENTERING SCROLL CHUCKS
FLATBACK - TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

SIX JAW SELF CENTERING SCROLL CHUCKS
FLATBACK - SOLID JAWS
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American standard two-piece tongue & groove Jaws.
Scroll and jaws hardened and ground. 

SUPPLIED WITH:
Master jaws and top jaws 
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

Size MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H1 h h1 h2 d1 Z-d
10" S6103A6R A1-6 74 9.843 4.188 3.252 2.165 6.496 3.661 0.625 0.512 0.256 0.768 6-M12
12" S6123A6R A1-6 142 12.795 4.188 3.252 2.165 6.496 4.173 0.625 0.512 0.256 0.768 6-M12
12" S6123A8R A1-8 142 12.795 5.500 4.374 3.071 8.268 4.173 0.687 0.551 0.315 0.953 6-M16
20" S6203A15R A1-15 320 19.685 11.251 9.748 7.874 14.961 5.315 0.813 0.669 0.394 1.406 6-M24
25" S6253A20R A1-20 320 24.803 16.251 14.500 12.500 20.500 5.591 0.829 0.748 0.394 1.657 6-M24

Size MODEL SPINDLE WEIGHT D D1 D3 D4 D5 H1 h h1 h2 d1 Z-d
8"₁ S6083A25R A2-5 47 7.874 3.250 2.559 5.236 4.126 3.733 0.563 0.472 0.256 0.642 6-M10
8"₁ S6083A26R A2-6 47 7.874 4.188 2.559 6.496 5.252 4.180 0.625 0.512 0.256 0.768 6-M12

15"₁ S6153A28R A2-8 142 14.96 5.500 5.315 8.268 6.748 4.875 0.687 0.630 0.315 0.953 6-M16
15"₁ S6153A211R A2-11 142 14.96 7.751 5.315 11.024 9.252 4.875 0.750 0.630 0.394 1.157 6-M20
20" S6203A28R A2-8 320 19.685 5.500 5.354 8.268 6.748 5.315 0.787 0.630 0.394 0.953 6-M16
20" S6203A211R A2-11 320 19.685 7.751 7.480 11.024 9.252 5.315 0.787 0.630 0.394 1.157 6-M20
25" 6253A211R A2-11 530 24.803 7.751 7.500 11.024 9.252 5.591 0.087 0.630 0.394 1.157 6-M20
25" 6253A215R A2-15 530 24.803 11.251 10.236 14.961 13.000 5.591 0.827 0.669 0.394 1.406 6-M24

₁ Requires mounting plate (included)

For use with rotary tables and applications where back mounting chucks cannot be used.
For use on 3 or 6 slot rotary tables, or on base plate for 4 and 8 slot rotary tables.

Supplied with:
Master jaw and top jaws
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL WGT D D1 D2 D3 H H1 H2 h Z-d
6" SF3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" SF3083R 39 7.874 6.496 7.087 2.559 4.803 2.953 3.150 0.197 3-M10

10" SF3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" SF3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" SF3153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
20" SF3203R 259 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" SF3253R 473 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" SF3323R 564 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20

PRINCIPAL SPECIFICATIONS
STYLE A1 (USE INNER TAPPED HOLES)

STYLE A2 (USE OUTER TAPPED HOLES)

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS 
TYPE "A" MOUNT -  TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

FORGED STEEL

PRINCIPAL SPECIFICATIONS

Although an A1 type spindle nose has both inner and outer tapped holes, 
These chucks utilize the inner holes, and will NOT fit on an A2 type spindle.

These chucks use the outer tapped holes, and will fit on either A1 or A2 type spindles.

FRONT MOUNT THREE JAW SCROLL CHUCKS
TOP REVERSIBLE JAWS
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American standard two-piece tongue and groove jaws.
Scroll and jaws hardened and ground. Top reversible jaws.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting cam studs

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL SPINDLE WEIGHT D D1 D2 D3 D4 H H1 H2 h h1 Z-d
6" S6063D4 D1-4 32 6.299 2.500 3.252 1.575 4.606 4.488 2.756 2.756 0.512 0.394 3-M10X1
8" S6083D4 D1-4 47 7.874 2.500 3.252 1.969 4.606 5.236 3.386 3.307 0.512 0.394 3-M10X1
8" S6083D6 D1-6 47 7.874 4.188 5.252 1.969 7.126 5.236 3.386 3.307 0.630 0.512 6-M16X1.5

10" S6103D6 D1-6 74 9.843 4.188 5.252 2.756 7.126 5.984 3.858 4.055 0.630 0.512 6-M16X1.5
10" S6103D8 D1-8 74 9.843 5.500 6.748 3.150 8.858 5.984 3.858 4.055 0.709 0.551 6-M20X1.5
12" S6123D6 D1-6 142 12.795 4.188 5.252 3.937 7.126 6.654 4.173 4.173 0.630 0.512 6-M16X1.5
12" S6123D8 D1-8 142 12.795 5.500 6.748 3.937 8.858 6.654 4.173 4.173 0.709 0.551 6-M20X1.5
15" S6153D8 D1-8 155 14.961 5.500 6.748 5.118 8.858 7.540 4.646 5.020 0.709 0.551 6-M20X1.5
15" S6153D11 D1-11 155 14.961 7.751 9.252 5.315 11.732 7.540 4.646 5.020 0.787 0.630 6-M22X1.5
20" S6203D8 D1-8 320 19.685 5.500 6.748 5.120 8.858 8.740 5.315 5.748 0.709 0.551 6-M20X1.5
20" S6203D11 D1-11 320 19.685 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5
25" S6253D8 D1-8 530 24.803 5.500 13.000 5.120 15.866 8.740 5.315 5.748 0.827 0.669 6-M24X1.5
25" S6253D11 D1-11 530 24.803 7.751 9.252 7.480 11.732 8.740 5.315 5.748 0.787 0.630 6-M22X1.5

American standard two-piece tongue and groove Jaws.
Scroll and jaws hardened and ground. Top reversible jaws.

SUPPLIED WITH:
Master jaws and top jaws
T-Wrench
Mounting screws

Steel body chuck applications:
Higher RPM
Longer life
Tough environments

SIZE MODEL WEIGHT D D1 D2 D3 H H1 H2 h Z-d
5" S3053R 14 5.118 3.937 4.528 1.181 3.828 2.362 2.445 0.138 3-M8
6" S3063R 21 6.299 5.118 5.591 1.575 4.291 2.559 2.795 0.197 3-M8
8" S3083R 39 7.874 2.000 7.087 2.559 4.803 2.953 3.150 0.197 3-M10
10" S3103R 56 9.843 8.110 8.898 3.150 5.354 3.150 3.385 0.197 3-M12
12" S3123R 99 12.795 10.709 11.654 3.937 6.673 3.780 4.154 0.472 3-M16
15" S153R 122 14.961 12.795 13.780 5.315 6.752 3.858 4.232 0.236 3-M16
20" S3203R 320 19.685 17.323 18.307 8.268 7.953 4.528 4.961 0.236 6-M16
25" S3253R 510 24.803 22.047 23.425 10.630 8.582 5.256 5.590 0.276 6-M16
32" S3323R 556 31.496 27.953 29.921 15.157 9.843 6.339 6.693 0.335 6-M20
40" S3403R 930 39.370 35.630 37.402 18.110 10.906 7.087 7.483 0.354 6-M24

PRINCIPAL SPECIFICATIONS

THREE JAW SELF CENTERING SCROLL CHUCKS - FLATBACK
TOP REVERSIBLE JAWS

FORGED STEEL

THREE JAW SELF CENTERING SCROLL CHUCKS - DIRECT MOUNT TYPE "D"
TOP REVERSIBLE JAWS

PRINCIPAL SPECIFICATIONS

FORGED STEEL 
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"A"
DIA. 5" 6" 8" 10" 12" 15" 20" 25" 32"

D-3 2.130 RD-205 RD-203 RD-220
D-4 2.500 RD-221 RD-201 RD-204 RD-225
D-5 3.250 RD-202 RD-208 RD-210 RD-213
D-6 4.190 RD-209 RD-211 RD-214 RD-238
D-8 5.500 RD-207 RD-212 RD-215 RD-267 RD-242
D-11 7.750 RD-273 RD-266 RD-243
D-15 11.250 RD-244
A2-3 2.130 RA-205
A2-4 2.500 RA-221 RA-201
A2-5 3.250 RA202 RA-208 RA-260
A2-6 4.190 RA-209 RA-261 RA-262
A2-8 5.500 RA-263 RA242
A2-11 7.750 RA264 RA-272 RA-269 RA-273 RA-274
A2-15 11.250 RA275 RA-270 RA-271
1 1/2"-8 1.500 RT-903 RT-950
1 3/4"-8 1.750 RT-904 RT-951
2 1/4"-8 2.250 RT-955
2 3/8"-6 2.375 RT-958

there is enough clearance between the spindle and the sheet metal on American Standard type "A" machines to secure the chuck.

Part
Number D D1 D2 D3 D4 H h h1
SF-8A4 8.250 2.500 3.252 -- 1.000 1.500 0.512 0.394
SF-8A5 8.250 3.2505 4.126 2.437 1.000 1.500 0.5625 0.472
SF-8A6 8.250 4.1880 5.252 3.252 1.500 2.000 0.6250 0.512

SF-10A5 10.000 3.2505 4.126 2.437 1.000 2.000 0.5630 0.472
SF-10A6 10.000 4.188 5.252 3.252 1.500 2.000 0.6250 0.512
SF-10A8 10.000 5.500 6.748 4.374 2.000 2.000 0.6875 0.551
SF-12A6 12.795 4.188 5.252 3.252 1.500 2.000 0.6250 0.512
SF-12A8 12.795 5.500 6.748 4.374 2.000 2.000 0.6375 0.551
SF-12A11 12.795 7.751 9.252 6.500 3.000 2.000 0.7500 0.630

FLATBACK MOUNTING PLATES

SPINDLE CHUCK DIAMETER
MOUNTING PLATES FOR 2, 3, 4, 6 JAW SELF CENTERING SCROLL CHUCKS

These mounting plates are fully finished for the machine spindle, but have been left oversized
where the hub mounts into the recess of the chuck. In order to achieve the best possible
repeatability, a skim cut is recommended, thus the reason for leaving the hub oversized.

SEMI-FINISHED MOUNTING PLATES
These mounting plates are partially finished, and can be machined to fit any chuck.

The spindle taper is finished and the mounting holes are spot drilled. The chuck side is blank.

SEMI FINISHED MOUNTING PLATES FOR TYPE "A" SPINDLES

NOSE

Please note that these scroll chucks are rear mounting, in that the mounting bolts are in the rear of the chuck. Please ensure that

SPINDLE Dimensions
NOSE
8"/A4
8"/A5
8"/A6

10"/A5
10"/A6

Fully finished mounting plates available by request. Please call with your specific application.

10"/A8
12"/A6
12"/A8

12"/A11
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SCROLL & SOFT TOP MASTER HARD TOP CHUCK CHUCK

PINION JAWS JAWS JAWS BODY WRENCH
5" 3053 305-1 305-0 305-6 305-7 305-8 305-3
6" 3063 / 6063 306-1 306-0 306-6 306-7 306-8 306-3
8" 3083 / 6083 308-1 308-0 308-6 308-7 308-8 308-3

10" 3103 / 6103 310-1 310-0 310-6 310-7 310-8 310-3
12" 3123 / 6123 312-1 312-0 312-6 312-7 312-8 312-3
16" 3153 / 6153 315-1 315-0 315-6 315-7 315-8 315-3
20" 3203 / 6203 320-1 320-0 320-6 320-7 320-8 320-3
25" 3253 / 6253 325-1 325-0 325-6 325-7 325-8 325-3

Chuck size L L1 B H a b e t1 z - d
6" 2.519 1.142 0.787 1.299 0.499 0.312 1.496 0.118 2-10M
8" 3.150 1.374 0.866 1.378 0.499 0.312 1.748 0.118 2-10M

10" 3.858 1.563 1.063 1.496 0.749 .0500 2.126 0.118 2-M12
12" 4.488 1.870 1.417 1.811 0.749 0.500 3.000 0.118 3-M16
15" 4.488 1.870 1.417 1.811 0.749 0.500 3.000 0.118 3-M16
20" 5.984 1.866 1.771 2.165 0.749 0.500 3.000 0.118 4-M20
25" 7.680 - 1.968 2.244 0.749 0.500 3.000 0.118 5-M20

8"

25"

10"
12"
15"
20"

4.331~15.748
5.906~19.685
6.693~24.803

Size

3"
4"
5"
6"

0.866~2.480
1.181~3.150
1.575~4.724
2.165~5.709
2.559~7.874
3.543~9.843

REPLACEMENT PARTS FOR 2  AND 3 JAW CHUCKS
THREE JAW FLATBACK AND DIRECT MOUNT CHUCKS

CLAMPING RANGES FOR THREE JAW CHUCKS

JAW SPECS FOR THREE JAW FLATBACK AND DIRECT MOUNT 

SIZE MODEL

DIRECT MOUNT AND FLATBACK
External

Clamping Range
C-C1

Jaw
Jamming Range

B-B1
0.079~0.866
0.079~1.181
0.118~1.575
0.118~2.165

Internal
Clamping Range

A - A1
0.984~2.756
1.181~3.543

3.740~13.780

6.693~24.803

1.575~5.118
1.969~6.299
2.559~7.874
3.150~9.843

0.984~11.024
1.575~13.780

3.740~15.748
5.906~19.685

0.157~3.346
0.236~4.331
0.453~6.496
0.453~8.268

4.331~13.386
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SOLID JAW SOLID JAW HARD TOP MASTER CHUCK SCROLL &
INTERNAL EXTERNAL JAWS JAWS BODY PINION

5" 7054 705-5 705-9 N/A N/A 705-8 705-1
6" 7064 706-5 706-9 706-7 706-6 706-8 706-1
8" 7084 708-5 708-9 708-7 708-6 708-8 708-1

10" 7104 710-5 710-9 710-7 710-6 710-8 710-1
12" 7124 712-5 712-9 712-7 712-6 712-8 712-1
15" 7154 715-5 715-9 715-7 715-6 715-8 715-1
20" 7204 720-5 720-9 720-7 720-6 720-8 720-1
25" 7254 725-5 724-9 724-7 724-6 725-8 725-1

REPLACEMENT PARTS FOR 4-JAW CHUCKS
SCROLL CHUCKS

MODELSIZE

12
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